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1 4

P63MZAHE-1318 7915VPUSEM ----- 3.0 1.15 609.0-9.2/4.6 N56HZ, ODP

803435

001 13.341 ----- 1725200-230/460 -------
B C DESCRIPTION / REMARKSMODEL AVAR RPMCAT. NO.CUSTOMER D HP SF HZ CONN VOLTSVOLTS AMPS PROT.

     AUTO

TOP

u.060A

(1.75)

.8
7

5
0

.8
7

4
5

(6.50)
(6

.7
5

)

3
.5

0
0

+
.0

0
0

-.
0
6
0

(2.75) (2.75)

(6.50)

(3.00)

(5.00)

NAMEPLATE 
LABEL

WARNING  LABEL
(OPPOSITE SIDE)

THERMAL PROTECTOR 
(IF REQUIRED SEE CHART)

GREEN 
GROUND
SCREW

SHAFT KEY TAPED TO MOTOR

ROTATION: REVERSIBLE, TO REVERSE ROTATION INTERCHANGE ANY TWO LINE LEADS.

1/2-14 NPSM THREAD 
WITH CONDUIT PLUG

2.310 ±.031

(2.25)

(2.250)

1.250 (6SLOTS)

B. ANDRADE T. BOSSALLER

E28420
ADDED NUMBER TO PROTECTOR ON DIAGRAM OF CONNECTIONS (PAGE 3 & 4).
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