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744105

P63ZZDTR-3462 USEM 1 440-460 1.9-2.0 60 850 REVERSIBLE 8101

TOP

TOP

CONNECTIONS:
PHASE "A" - RED
PHASE "B" - YEL
PHASE "C" - BLU

TO REVERSE ROTATION, INTERCHANGE

ANY TWO LINE LEADS.

TAPE SHAFT KEY TO MOTOR

3 LEADS #18, .031 THICK INSUL TO
EXTEND 3" +2 -0 BEYOND MOTOR.
LEADS COILED AND TUCKED UNDER
TERMINAL COVER FOR SHIPMENT.
RED, BLU AND YEL LEADS TO BE SKINNED .750

GREEN
GROUND
SCREW

1/2-14 NPSM THD WITH
CONDUIT PLUG

AUTOMATIC THERMAL
PROTECTOR ON 2
PHASES

GASKET UNDER TERM.
COVER AND IN STRAIN
RELIEF HOLES.

.644

.1875
KEYWAY

(4) HOLES .375-16 UNC-2B
THD ON A 5.875 DIA. B.C.
FOR CUST MOUNTING.

WATER
SLING

.7
5

0
D

IA
.

1.375

2.813 SLING
LOCATION

3.250

3.750 MIN.

NAMEPLATE

WARNING LABEL
(OPP. SIDE)

45° 45°

6.500

13.54

E

B. ANDRADE M. SCHUETTE T. BOSSALLER

C6384-10

11-OCT-12

UPDATED VIEW OF CONDUIT PLUG.
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