.75

5.625

LEAD SKINNED

(2) .250 INSUL. STRAIGHT
TYPE Q.C. TERMS.

¥

NIDEC MOTOR CORPORATION 28-May-13

-

#16 GREEN/YEL GROUND LEAD TO BE
12.00 BETWEEN CENTERS OF TERMS.
TERMINAL TO FIT #10 SCREW

11.652
LEADS NAMEPLATE — 5.00
— H 90° APART
REVERSING H
WARNING \ D Sl | 40 5 S ®|m
. <
LABEL ~r=h [ 33 ol
T | l |
— — — 469
M) H 453
Hrrrm
— =563 +.062
(4) LEADS, (2) YELLOW WARNING LABEL
& (2) ORANGE FOR MAIN 1 PROT. MAIN2 MAIN 3
REVERSING ROTATION
CONNECTION SHOWN IS
£ FOR C.CW. LE. ROTATION
s ¥ o TO REVERSE ROTATION,
(6) LEADS TO EXTEND = < 3 2 INTERCHANGE ORANGE
24.00" BEYOND MOTOR & o o (14 AND YELLOW LEADS.
COLOR CODE
WHITE-COMMON
BLACK-HIGH
BLUE-MEDIUM
RED-LOW USE WITH 15.0 MFD

BROWN-CAPACITOR

370-VAC CAPACITOR

WODEL REF CUSTOMER P ] VOLTS [ AWPS | TZ RPW ROTATION CUSTONER PN
K5SHXWPZ-1413 WHOLESALE - HAC 34 208-230 4.0 60 1075/3 SPD CCW LEAD END REV 8905
A I REVISION RECORD FOR: C7693-00 INFORMATION DISCLOSED ON THIS DOCUMENT
11| C STRAGHT TERMNALS ON RN LEADS WAS WTHOUT WSULATON. IS CONSIDERED PROPRIETARY AND SHALL NOT BE NIDEC MOTOR
: REPRODUCED OR DISCLOSED WITHOUT WRITTEN
REVSION DATE CONSENT OF NIDEC MOTOR CORPORATION CORPORATION
29-MAY-13 ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS TOLERANCE IS GIVEN
ikl TITLE CODE ITEM NO. SIZE
ISSUED BY R. GUZMAN REVIEWED H' LARGENT ENGINEER APE?%/EADITAN ASS E M B LE D VI EW VO 1 781 1 38 A

VO1_NMCA (MAR-2011)
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