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REFER TO S.E.I.M. 24-1

MODEL REF CUSTOMER HP VOLTS AMPS HZ RPM ROTATIONCUSTOMER PN DESCRIPTION / REMARKS

DIMENSIONS ARE FOR
REFERENCE ONLY

UNLESS TOLERANCE
IS SPECIFIED

K48HXTTW-4147 STANDAR 1/5 208-230 1.6 60 1075/3SPD CCW LE REV.8952

823378I. GUTIERREZ P. RODRIGUEZ

ECO E32155
NEW DRAWING CREATED.
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AUTOMATIC THERMAL
PROTECTOR

.750SKINNED

6 LEADS #18,.031 THICK INSUL.
TO EXTEND BEYOND MOTOR:
PUR=36.000±1.5,BLK=36.000±1.5
BLU=36.000±1.5,RED=36.000±1.5
BRN=36.000±1.5,BRN=36.000±1.5

WARNING
LABEL

(2) .250 FLAG TYPE Q.C.
TERMINALS WITH INSUL
GRIP ON BROWN LEADS

4 LEADS#18,.031 THICK INSUL
2 YEL & 2 ORG FOR REVERSING
ROTATION

#18 GREEN GROUND LEAD
TO BE 12.000±.250 BETWEEN
CENTERS OF TERMINALS.
TERMINAL TO FIT #10 SCREW

ROTATION IS COUNTER CLOCKWISE VIEWING
LEAD END WITH ORG TO ORG & YEL TO YEL.
TO REVERSE ROTATION INTERCHANGE ORG &
YEL LEADS
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