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001 P55DAN-1345 COMMERCIAL PUMPS EE506-5 1 575 1.4 2.1 60 3450 CCW DRIVE END, BALL BEARING575

MODEL CAT. NO. HP VOLTS CONN VOLTSHZ RPMA SFCB AMPSD DESCRIPTION / REMARKSCONN VOLTSCUSTOMERVAR

12.086

PROT.

NONE------- ------- -------

WITH ABC PHASE SEQUENCE
PHASE A - LINE 1
PHASE B - LINE 2
PHASE C - LINE 3
ROTATION IS CW LEAD END
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3/8-16 UNC-2B THREAD 4
PLACES EQUALLY SPACED

3 LEADS TO EXTEND 4.000+2-0
FROM FACE OF CONDUIT OPENING.
LEADS TO BE STRIPPED .750 AND
BE NUMBERED 1 THRU 3.

NAMEPLATE WITH
MASKED OVERLAY

BEARING CAP
W/ PLUG

ROTATION LABEL
WITH CLEAR
OVERLAY

1/2-14 NPSM THREAD

CONDUIT
PLUG

R.H. THREADS

WASHER
SLINGER

1/4-20
UNC-2B

7/16-20 UNF-2A

L.H. INTERNAL
THREAD
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