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REFER TO S.E.I.M. 24-1

810123A. SAUCEDO K. HOLTZSCHER

JC 70755

--

25-FEB-16

MODEL CATALOG NO.CUSTOMER RPMVAR A B 50 HZ VOLTSVOLTS DESCRIPTION / REMARKS50 HZ AMPSSF

001 P63AMC-1417 COMMERCIAL PUMPS EE661B 12.88 3450/2850 190/380-4151.30/1.00208-230/460 56J, TEFC

HP

1 1/23.41

CREATED DRAWING

SF AMPS

4.9-4.6/2.4

HZ

60/50

PROTECTOR

NONE

TOP

NOTES:
1.) SHAFT EXTENSION TO BE
     303 STAINLESS STEEL.
2.) SHAFT EXTENSION TO BE CLEAN
     AND FREE OF CONTAMINANTS.
3.) BEARINGS: BALL
4.) ROTATION: CCW SHAFT END
5.) FACTORY WIRED FOR LOW VOLTAGE.
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SLINGER
WASHER

7/16-20 UNF-2A
RH THREAD

^ A .004

1/4-20 UNC-2B L.H.
INTERNAL THREADS

(5.875 DIA. B.C.)                   

SEAM
WELD

4.500 +.000
-.003

DIA.

          A ±.060

(4) 3/8-16 UNC-2B
THREADED HOLE
FULL THREAD DEPTH

TOP OF NAMEPLATE
W/MASKED OVERLAY
(OPPOSITE SIDE)

VOLTAGE
LABEL

GREEN
GROUND
SCREW

ALL LEADS TO EXIT INTO
CONDUIT BOX AND EXTEND
BEYOND THE SHELL
5.00±1.000" & TO BE
STRIPPED .750".

6.50

9.10

WITH ABC PHASE SEQUENCE
PHASE A - LINE 1
PHASE B - LINE 2
PHASE C - LINE 3
ROTATION: CW LEAD END

TO REVERSE ROTATION,INTERCHANGE
 ANY TWO LINE LEADS.
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BEARING ROTATION

BALL CCW SHAFT END
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