
SOLIDEDGEV02_NMCB (MAR-2014)

ISSUED BY : CUSTOMER  DETAIL  DRAWING V02

REVISION RECORD FOR:

TITLE CODE ITEM NO.

ENGINEER APPROVED :

NIDEC MOTOR CORPORATION 05-Feb-19

REV

BOF

DWG
SIZE

SHEET
NUMBER

INCHES

TOLERANCES ON DIMENSIONS
(UNLESS OTHERWISE SPECIFIED)

ANGLES  X°= ±1°

NIDEC MOTOR CORPORATION
REVISION DATE :INFORMATION DISCLOSED ON THIS DOCUMENT IS CONSIDERED PROPRIETARY AND SHALL NOT BE

REPRODUCED OR DISCLOSEDWITHOUT WRITTEN CONSENT OF NIDEC MOTOR CORPORATION

.XX = ± .010
.XXX = ±.005

SOLIDEDGEV02_NMCB (MAR-2014)

ISSUED BY :

V02

REVISION RECORD FOR:

TITLE CODE ITEM NO.
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REV

BOF

DWG
SIZE

SHEET
NUMBER

mm

REVISION DATE :

REFER TO S.E.I.M. 24-1

1 8

BALL-BALL

BEARING

806347

001 C63JXHMP-5043 COMMERCIAL PUMPS EU01 11.847 -- - 1/3 115/208-230&110/220 --- ----- 60/50 3450/2850 YES2.508

MODEL CATALOGCUSTOMER HP VOLTS OUT DOOR LABELVAR A SFCB SF AMPSDB RPM

DESCRIPTION / REMARKS

HZHPCUSTOMERMODELVAR SFDA C BASE REQUIREMENT

REMOVABLE N56
REQUIREMENT

ROTATION

CW LEAD END

3.500

±.015

4 HOLES
.375 - 16UNC-2B THREAD
TAP .750 DEEP

5.875 ±.005
B.C. DIA.

(8.600)

AUTOMATIC
RESET
THERMAL
PROTECTOR

TOP OF NAMEPLATE
W/MASKED OVERLAY
(OPPOSITE SIDE)

.6250

.6245

STD N56 BASE SHOWN
(SEE PAGE 2 FOR VIEW
OF N56H BASE)

SEE CHART FOR
BASE REQUIREMENT
(IF REQ'D)

WASHER
SLINGER

GASKETS & GROMMETS
UNDER CON. BOX &
CAPACITOR COVER

GREEN
GROUND
SCREW

ALL LEADS TO EXIT INTO CONDUIT BOX
AND EXTEND BEYOND THE SHELL
5.000± 1.000 & TO BE STRIPPED .750

7/16-20 UNF-2A
R.H. THREADS

A

2.750

.344 TYP.

3.000

1.250 TYP.

4.880

1.875

.125

+.000

-.003
4.500

(8.810)

(45°).688

TOP

(IF REQUIRED
IN BOM)

OUTDOOR USE 
LABEL

SPRING 
WASHER

 D

REV.

C

J. ALVARADO H. CHAPARRO

ECO E33608
CHANGED ROTATION FROM "CCW DRIVE END" TO "CW LEAD END"

C

05-FEB-19


