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MODEL REF CUSTOMER HP VOLTS AMPS HZ RPM ROTATION CUSTOMER PN

INFORMATION DISCLOSED ON THIS DOCUMENT

 

IS CONSIDERED PROPRIETARY AND SHALL NOT BE
REPRODUCED OR DISCLOSED WITHOUT WRITTEN

CONSENT OF NIDEC MOTOR CORPORATION

 

ISSUED BY

ASSEMBLED VIEW V01 B

REVISION RECORD FOR:

ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS TOLERANCE IS GIVEN

TITLE CODE SIZEITEM NO.
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NIDEC MOTOR
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NIDEC MOTOR CORPORATION 15-Apr-14

1 1

793365

C63BXGJL-1192 -- USEM 1 115/208-230 12.8/6.5-6.4 60 1725 REVERSIBLE
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VIEW A-A

SCALE: 2:1

(SHAFT GUARD NOT
SHOWN FOR CLARITY)

VIEW B-B
SCALE: 2:1
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CONNECTION INFORMATION

HIGH VOLTAGE LOW VOLTAGE

AS CONNECTED: CCW L.E. TO REVERSE ROTATION: INTERCHANGE

LEADS T5 AND T8.

.880 & 1.120 DIA.
KNOCKOUTS 1-REQ'D
TOP & BOTTOM

MANUAL RESET
PROTECTOR

SUPPORT
BRACKET
2 PLACES

GROUND
SCREW

NOTE:

1.) CHAMFER IS ESSENTIAL.

SEE 
NOTE #1

ENERGY 
SAVER
LABEL

R. MORALES M. SCHUETTE

15-APR-14

C9975-00

C
UPDATED LENGTH OF FLAT FROM 1.438 TO 1.250

C. ROESSLER

1.00 DIA.

SUPPORT
BRACKETS
(QTY 2)
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