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MODEL REF CUSTOMER HP VOLTS AMPS HZ RPM ROTATION CUSTOMER PN

INFORMATION DISCLOSED ON THIS DOCUMENT
IS CONSIDERED PROPRIETARY AND SHALL NOT BE
REPRODUCED OR DISCLOSED WITHOUT WRITTEN

CONSENT OF NIDEC MOTOR CORPORATION

ISSUED BY

ASSEMBLED VIEW V01 B

REVISION RECORD FOR:

ALL DIMENSIONS ARE FOR REFERENCE ONLY UNLESS TOLERANCE IS GIVEN
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NIDEC MOTOR CORPORATION 31-Jul-18
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n A .006

n A .006

1/2-20 UNF-2A RH THREAD

THREAD PROTECTOR

1/4-20 UNC-2B INTERNAL LH THREAD
.625 DEEP MIN.

7.125 DIA. B.C.

5.752
5.750

a A .010

SLINGER

4 HOLES
.406 DIA

1/2 - 14 NPSM THREAD

NOTES
1.) MOTOR TO BE SHIPPED CONNECTED FOR 230 VOLTS
2.) SHAFT EXTENSION TO BE 303 STAINLESS STEEL
3.) MOTOR TO HAVE VOLTAGE CHANGE SWITCH

B

J.I.SALAZAR 783933

C55CXJTK-2009 WHOLESALE-FLUID SYSTEMS 3/4 230/115 60 3450 CCW DRIVE END

5.9/11.8 1.27JS075UPR

SEAM WELD

9.55

2-BLACK LEAD WITH A .250 FLAG Q.C. TERMINAL
1-GREEN/YELLOW GROUND LEAD WITH A RING
TERMINAL TO EXTEND BEYOND MOTOR 6.000 +2-0

S.F.AMPS. S.F. PROTECTOR. BEARNING

REV.

B

07-AUG-18

CHANGED SCREW VIEW TO S05820750 (SCREW WITHOUT SLOT).
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