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THANK YOU...
for your purchase of 

the Bungalow® by

E-Z UP. For over 

25 years, E-Z UP 

customers have been 

thrilled with their  

E-Z UP experience.  

To ensure your 

complete satisfaction, take the time to learn how to operate the 

Bungalow® by carefully reviewing these set-up and care instructions.
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PINSTRUCTIONS

STEP 1

STEP 2

STEP 3

Please read each step before you attempt to set up. Save these instructions 
for future reference.

NOTE - First time top and frame attachment is required 
Top and frames are shipped separately to avoid damage. Once top is  
permanently attached to frame, set up and take down can be easily  
accomplished within minutes.

Place your Bungalow® by E-Z UP frame 
in the center of area to be shaded. With 
partner on opposite side, grasp outer 
legs, slightly lift off the ground and step 
backwards, stopping at full arms’ length 
- approximately 3/4 its total size.

Gently unfold the fabric top and place 
it over the open frame. Align the four 
corners of the top over the four corners 
of the frame. 

To secure the top to frame, align grommet 
holes on valance with the bolts in frame.

Fabric
Top
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STEP 4

STEP 5

STEP 6

Unscrew top attachment nut from bolt. 
Place grommeted fabric top over the  
bolt, install top attachment nut and  
tighten until snug. Top should rotate 
easily - Do not over tighten. Repeat 
on remaining grommets.

With partner, grasp the bottom of the 
diamond shaped area of trusses, on 
opposite sides of the shelter. Lift up 
and step backwards until shelter is  
fully opened. Be careful not to 
pinch fingers.

Engage the Auto Slider® at each corner 
by pushing up on trusses while holding 
down the top of the leg with other hand.  
The quick pin will engage the hole. 
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Use peak extension pole to push up  
center hub, extending top frame structure. 
Continue push up motion until all four 
sides snap in place. 

WARNING: Do not let go of center 
hub until at least two sides are locked.  
Complete top structure must be locked 
before using shelter.

STEP 8
Secure the top to the frame by pulling 
the hem down and matching Quick 
Attachment Straps on the top with the 
Quick Attachment Strips on the frame. 
Push the straps firmly together at each 
corner. Repeat at all four corners.

STEP 9
Secure all inner peak tubes with quick 
release pins.
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STEP 10
Lift up two adjacent outer legs and 
slide out the inner legs until snap button 
locks.  Repeat on opposite legs. Be sure 
to adjust two legs at one time to avoid 
frame damage.

STEP 11
Once the shelter is fully raised to the 
desired height setting, secure all legs 
with quick release pins.

NOTE:  Once top is permanently 
attached, only perform STEPS 1 
and 5 - 11 to set up.




