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GM8MVMOD2 

MULTI - CAMERA INTERFACE FOR  

GM IO5/IO6 8” SYSTEM 

 



 

 

Applications 

GM8MVMOD2 

 

ALL 8” MyLink with IO5/IO6 RPO codes. 

Parts inside the box 

Interface module 

Plug N Play T-Harness 

LVDS T-Harness 

Camera connection harness 

HDMI Extension Cable 

USB Update for 2018 models only. 

 

 

IMPORTANT !!! 

GM8MVMOD2 

USB Input 

The USB is designed for firmware updates ONLY.  

The USB will not play any type of stored media in 

any format.  Trying to use the USB for media may 

result in damage to the interface and will not be 

covered under warranty. 



 

 

HDMI Input 

GM8MVMOD2 

The GM8MVMOD2 comes complete with an HDMI input which can be 

used for smartphone mirroring.  

Pairing your device for smartphone mirroring 

Step1)  Pair your smartphone with the factory bluetooth and select it 

as your audio source. (This will allow the sound to come through the 

speakers.) 

Step 2)  Press the “HDMI” icon on the interface’s “MENU” screen. 

Step 3)  Plug your smartphone into the HDMI extension. (Some 

phones may require additional cables for this feature to work.) 

Once the smartphone is connected, the interface will automatically 

switch the video to what is being displayed on the screen. 

To exit out of the HDMI mode, tap the screen and a return icon will 

appear in the upper right hand corner.  If not pressed before 10 sec-

onds the icon will disappear. 

 

 

GM8MVMOD2 

IMPORTANT !! 2018 IO5/IO6  

UPDATE 
On ALL 2018 GM vehicles with the IOB radio will required to be up-

dated.  This Update has been provided on the preloaded USB in 

this kit.  DO NOT USE ON 16 & 17 YEAR MODELS. 

UPDATING THE UNIT: 

Step 1) Install the unit completely making sure to leave easy ac-

cess to the interface module. 

Step 2) With the vehicle “OFF”, plug the USB that has been pro-

vided with this kit into the USB port. 

Step 3) Turn the vehicle to the “ON”. 

Step 4) Once the vehicle is turned on, the light on the USB will 

begin to flash and then go solid.  Once the LED on the USB as been 

solid for 1 minute the USB from interface module. The update has 

now been complete. 

Step 5) Test and verify that everything is working properly. 

WARNING !!! Once updated to the 18 software, it will no 

 



 

 

The HMI module is located behind the glovebox in most 

SUV’s and Trucks.  For sedans most HMI will be located to 

the left in the center consoles or below the radio module. 

   

  

Wiring Diagram 

GM8MVMOD2 

LVDS FACTORY CONNECTION 

 

 

GM8MVMOD2 

Cargo Camera Operation  

The GM8MVMOD2 will now give you the option to add a cargo cam-

era (GMCAM1) for viewing the 5th wheel or trailer camera while re-

taining the factory installed rear camera or adding our OE fit tailgate 

handle camera (14GMTGCAM1).   

For the secondary reverse camera to work, use the 360 input on the 

interface module’s camera harness. 

Once installed, you will be able to access the secondary rear camera 

by simply pressing the “CARGO” camera icon in the interface’s main 

menu. 

If the Cargo Icon Overlay has been checked in the set up menu, you 

will also be able to access the secondary camera by pressing the 

“CARGO CAMERA”  icon in the upper right hand corner when in re-

verse. 



 

 

Camera selection  

GM8MVMOD2 

You can access the cameras at anytime other than in reverse on de-

mand.   

 

To view the cameras on demand, go to the camera “HOME” screen 

and tap on the “CAMERA” icon.   

 

Once the “CAMERA” icon has been pressed, the camera selection 

icon will appear on the screen allowing you to choose which camera 

to view.  

 

If you do not touch the screen an icon within 10 seconds, the icons 

will disappear.  To bring the camera selection back simply touch the 

screen.  If a camera has been checked in the set up and there is no 

camera connected to the input, the screen will remain black. 

 

 

Step 1)  Put the Key in the “OFF” position. 

Step 2)  Remove the factory screen to access the radio 

module. 

Step 3)  Disconnect the Factory harness form the radio 

module. 

Step 4)  Connect the T-Harness to the Factory radio 

module and HMI module. 

Step 5)  Connect the GM8MVMOD2 interface to the T-

Harness. 

Step 6)  Connect the provided T-LVDS cable to the BLUE 

LVDS connector on the Factory HMI module.  Now con-

nect the LVDS that was plugged into the Factory radio 

module into the LVDS T-Harness. (see picture on the 

right) 

Step 7)  Connect the LVDS T-Harness into the 

GM8MVMOD2 interface.  

Step 8)  Connect the HDMI extension and run cable to 

desired position. (If you are not using the HDMI input 

then this step is not needed.) 

Step 9)  Start the vehicle and test.  

 

IMPORTANT !!! 
YOU MUST FOLLOW THIS CONNECTION SEQUENCE 

EXACTLY IN ORDER FOR THE INTERFACE TO WORK 

CORRECTLY. 

GM8MVMOD2 

Installation  



 

 

OSD Menu 

GM8MVMOD2 

Once You have completed the install,  you must go into the OSD (On 

Screen Display) and set up the options needed.   

To Access the OSD,  Quickly tap the “HOME” Button on the factory 

radio (shown by the arrow below) twice quickly.  This will display the 

“MENU” option screen. 

 

 

GM8MVMOD2 

Unit Setup 

Step 1) Once in the “MENU” screen click on settings. 

Step 2) Tap the “SYSTEM RESET” (The unit may flash or reboot.  This 

is normal.) 

Step 3) Go back into the OSD as described on the previous page and 

click on settings again. 

Step 4) Proceed to “ACTIVATE” the camera options that correspond 

with your camera requirements. 

Rear Camera Options: OEM or AFTERMARKET (camera type)  

Front Cam.  Trigger by speed. (camera will automatically display 

when the vehicle slows below 10 MPH.) 

Left Cam.  Trigger by Turn Signals.  (camera will be displayed when 

the left turn signal is active.) 

Right Cam. Trigger by Turn Signals. (camera will be displayed when 

the right turn signal is active.) 

Cargo Icon Overlay in Reverse. (when checked, a cargo icon will 

appear while in reverse.)  


