
               

Installation Instructions for the following Kits: 

 

 

 OBD/Gateway 

 T-harness 

 

 Headlight 

 harness port 

 

 Safety disable 

 switch 

 

  

 

 

 

 

 

 

 

             FRD-12-X3L 

1. Make sure the safety disable toggle switch is in OFF position. 

2. Plug the BLUE connector into the remote start module.   The 3 pin head light harness 

port is only used on the 2017+ Fusions and 2017+ Super Duty Trucks 

3. Locate the OBD2 port and unplug the connector on the back side of it.  * The Ford 

Edge plugs in up to the right of the steering wheel 

4. Install the factory connector into the female side of our T-Harness. Next, plug the 

male side of our T-Harness into back of the OBD2 port.  You will feel the connection 

get a little tight.. KEEP PUSHING UNTIL THE CONNECTOR IS FULLY SEATED – Failure to 

do so will cause the module not to program or operate correctly  
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                Complete the above steps before beginning the programming sequence 

 

       Press and HOLD the button on the module.  Flip the toggle switch to ON.    

        Hold the button until the LED turns ORANGE.                                                                            

        Release the button - the LED will now turn solid RED 

  

     Turn the ignition to ON 

 

                                  The LED will begin to flash GREEN rapidly, then blink RED a couple times                                                                   

 finally turn solid GREEN for 3 seconds and go out 

  

          Turn the ignition OFF.    Test the remote start system before securing the       

        harness and module 

 

 

 

 

 

FRD-12-X3L                Lock, Lock, Lock 

You can access the OEM remote start features in the instrument cluster by 

navigating through the menu with the buttons on the left side of the steering wheel. 

The flow chart is as follows.. 

Settings > Advanced Settings > Vehicle > Remote Start  

Adjustable features depend on the trim and outfit of each vehicle.  They are not all 

built equally, however all vehicles will have the ability to adjust Run Time (Duration), 

and Climate Controls (Auto or Last Setting).  

Ford Fusion Notes: 

2014 Fusions don’t always have 

these options stored within the 

BCM.  If they are available to 

be enabled, our kit will activate 

them.   If they are not present 

after installation, your Fusion 

will need a BCM flash from the 

dealer.  The remote start will 

operate as normal, however 

the climate controls will be on 

auto during remote start 

operation.  The car will heat or 

cool (depending on the outside 

temperature) to 72 degrees. 

 

Adjustable Remote Start Settings 


