
Warning
Salin Plus operates best in a dry environment (below 70% relative humidity). If your home is damp, we recommend using a 
dehumidi�er to extract the moisture from your home. Dust mites thrive in a damp environment, and dust mites can aggravate 
asthma and respiratory allergies.  Your Salin Plus �lter may also leak water, by absorbing the excess moisture in the air in extreme 
cases. We recommend the use of a Hygrometer to measure the humidity in your home. 50% is the optimal humidity level.

Product warranty
All Salin Plus devices come with a 12 month manufacturer's warranty. If you did not purchase your device directly 
through our website, it is important that your product is registered with us. To do so please visit our website.

STEP 1: Remove power 
cord from the back of 
the device

STEP 2: Unclip the 
front cover at the base 
and remove it

STEP 3: Turn the device 
face down and gently 
shake it to remove 
the old �lter cartridge

STEP 5: Clip base of 
cover in �rst then 
snap in top clips

STEP 4: Place the new 
cartridge into the device, 
ensuring the salt crystals
face outwards into room,
and the groove at base of 
�lter is in line with device.
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Device Instructions
Please retain for future use.

How Salin Plus works
Salin Plus is designed to disperse tiny salt particles into the air for 
inhalation, whilst removing air borne pollutants such as dust, pollen 
and pet dander. The salt is 100% natural crystallized rock salt from 
Slanic Prahova, Romania, and is renowned for its therapeutic 
properties.

The device produces less than 0.1g of salt particles in the 1-5 micron 
size (ideal size for inhalation) in a 24 hour period, making it suitable 
for everyone. The salt consists of over 98% sodium chloride and trace 
elements of calcium chloride, magnesium and iodine. 

Operating instructions
We recommend you use your Salin Plus device on average 8 hours 
each night. As it is a preventative therapy, use all year round. 

Set up the device ideally 2 meters/yards or less from your bed, at head 
height or above, the bedside table being the typical location. Switch 
on when you go to bed and switch o� in the morning. To switch o�, 
pull the cable out of the back of the device or turn o� at the wall. For 
maximum results run the fan at its highest setting, if this is too noisy, 
reduce accordingly. If noise is an issue, position the device further away in the room.

Changing your �lter cartridge.
We recommend you change the salt �lter cartridge after four months of use. By following these steps it’s easy to install a 
new cartridge.

          Always read the 
instructions. If symptoms 
persist consult your 
healthcare professional.
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