
Fabric Face Mask 
by

Mad Cap Hats.

For personal or charitable use only.
Designed by Tori Capes for Mad Cap Hats.

You will need fabric pieces to match pattern sizes, we use 
different colors for the outside and lining.

Two pieces of 1/8 inch or ¼ inch elastic 11 inches long each.
One piece of pliable wire (aluminum suggested) cut to about 9.5 
inches with ends folded over so finished size is about 9 inches. 
You can make it with a pipe cleaner, garbage bag twist tie or not 
use any wire at all. Wire helps with fit however so it is highly 
recommended. You can substitute seam binding or ribbon for the 
elastic …use longer length so you have enough to tie at the back 
of the head rather than around the ears. Cut to outline of each 
pattern piece as seam allowance of 3/8” has been added.



Right sides together of outside layer, sew centre seam with a 
3/8 seam allowance. Top stitch the tabs on either side, wrong 
turning over the right so wrong side is together at each end.  
Photos follow the steps from left to right above. 

Right sides together of outside layer, sew centre seam with a 
3/8 seam allowance. Top stitch the tabs on either side, wrong 
turning over the right so wrong side is together at each end.  
Photos follow the steps from left to right above. 

Above left to right … working from the right side, top stitch the 
raw edge of centre seam to one side underneath so seam will 
be flat in mask. Sew the center seam of the lining layer (2 
pieces as well, but without the tabs on the ends). Open up and 
working from the right side facing you, top stitch the raw edges 
of the seam to one side so the seam will lie flat. 
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Put the right side of both side together, centering the center 
seam … the overturned tabs from the outside piece should be 
about 3/8 inch to half inch larger on each side. Using a 3/8 inch 
seam allowance, sew the two pieces together from tab to tab, 
across the top and bottom.

Put the ri 

Turn the mask right side out pulling the piece through one of 
the openings at either side. Try to pull the pieces so the shape 
is pretty close to the seams at the top and bottom and press on 
the outside layer, flat. Once the piece is pressed, check to 
make sure the seam edge is the piece edge all the way around. 
We are going to top stitch across the top next from the outer 
edge of  one side tab to the other side. 
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Using the same 3/8 inch allowance, top stitch inside the top 
edge of the mask, outside side facing up. Top stitch from the 
outside edge of the tab to the other side right to the outside 
edge of the tab on the opposite side. Insert a wire, a pipe 
cleaner or a twist tie into this channel. We use aluminum wire.

Turn the mask over, working on the lining side. Lay a piece of 
elastic as shown across the tab … I usually put it in a spot 
where I can safely sew the tab down with the elastic staying in 
the new channel created to the right on my machine needle. 
Go back and forth with a stable seam at each end of the 
channel so it is secured. The tab created at the beginning 
should now cover the raw edge of the lining. 
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Repeat for the tab on the other side, pushing the wire as close 
to the finished tab as possible so you don't break a needle 
sewing over it by accident. Tie a loose knot to make a loop on 
each side..

Adjust the length of the elastic on each side to create a custom 
fit. Once you are happy with the fit, you can move the knot into 
the channel or pull the knot very tight and trim ends. Elastic 
loops are meant to go around the ears but you can loop around 
buttons on a headband as well. If you keep the knot loose, you 
can remove or replace elastic as need for sterilizing, cleaning.
Congrats!!! You did it!  

Page 4






	how to make the mask - cover.pdf
	Slide 1

	how to make the mask - page 1.pdf�
	Slide 1

	how to make the mask - page 2.pdf�
	Slide 1

	how to make the mask - page 3.pdf�
	Slide 1

	how to make the mask - page 4.pdf�
	Slide 1

	facemask-final-pattern pieces.pdf

