
 

 

 

 
DTM-210/220 User Guide 

Overview: 
 The DTM-210/220 Digital Target Monitoring System provides a remote view of a target from 4000+ 

yards.  
(*Must maintain line of site with the target to get maximum distance, obstacles and electrical interference can greatly reduce range, using different 

channels can help to maximize range in difficult areas) 

DTM-200 Camera Unit: 

(*Warning, The DTM-200 Camera Unit contains a high power 2000mW transmitter, operating with the Antenna removed 
will damage the unit and void the warranty, Never turn the unit on with the Antenna removed!)  

1. Turning On: Depress the Red button on the front of the camera, a Blue LED below the button should illuminate.  
2. Antenna Adjustment: Rotate the Antenna until it’s even with the notch in the top of the case, and gently push it 

into this notch. (When storing the camera rotate the antenna to a 90 degree angle away from the top notch.) 
3. Changing the Channel: The DTM-200 Camera has 24 available channels, use the dip switch on the front labeled 

“Channels” to change the channel, if you are using more than one camera at a time each camera will need to be on 
a separate channel. (Multi camera systems have the channels preset for Channel 1 and 2). If the channel needs to 
be changed perform the following: 

a. Using a small pointed object, change switches to correspond to the desired channel number.  

 
4. Batteries: Remove the black cover on the bottom side of the camera to install/replace batteries. Be sure to 

observe polarity markings as the batteries face opposite directions.  

*If there is a small charge left in the batteries the Power LED may still be light but no output from the camera will be displayed, if 
you cannot obtain an image from the camera, make sure the batteries are fully charged. 

 

 



DTM-60 Video Monitor: 
*Install both Antennas on the Monitor before use. 
* Turn monitor off when not in use to conserve battery (This can greatly extend battery life) 

1. Turning On: Depress the power button for approximately 2sec’s, until screen illuminates. 
2. Turning off: Depress the power button for approximately 2sec’s, until screen turns off. 
3. Channel Selection: To view a camera, select a channel using the Group and Channel buttons. 

a. Group, The channel groups of the camera are A, B and C. 
b. Channel, Use the Channel button to scroll through the channels 1-8. 
c. Search, Use the Search button to scan for cameras, this option will scan all Groups and Channels for cameras, and 

stop at the first one it finds. 
d. Source, The Monitor is equipped with two receivers; each receiver can be set to a different channel. Pressing the 

Source button will cycle through the available inputs. 
i. RF A, Receiver A 

ii. RF B, Receiver B 
iii. AV In, Aux input on the side of the monitor. 
iv. Diversity, Unused 

*RF A and RF B can each have a different channel set; using the source button you can switch back and forth 
between the two camera channels. 

4. Menu: The menu button has controls for setting video settings. 
5. Kickstand: Slide the kickstand into the back of the monitor and adjust for best viewing angle. 

a. The monitor also has I tripod mount and can be placed on standard ¼”-20 tripod. 

Battery Charger: 
1. Power Up: The charger can be powered off the included power supply or by a USB cable from another source (cable not 

included). 
2. Charging: The unit can have up to 2 batteries charging at the same time, while batteries are charging the display will show 

the charge voltage for each battery, target voltage is >4.0v. The charger has three charging modes, .5amp, 1amp and 2amp 
this selection will affect charging speed, the 2amp will charge the batteries the fastest but if you drain the batteries 
completely down use the .5amp to slow charge them. 

3. USB Output: The battery charger can be used as USB power supply by placing a battery in the right position and plugging 
your USB cable into the back. 

Setting up the system: 
1. Place the camera about 5’(1.5M) to 15’(4.5M) or 2 to 5 paces in front of the target, adjusting this distance in or out 

depending on target size. 
2. Use the monitor to view the camera during placement, adjust the camera lens tilt to center the target in the image. 

Warranty: 
 *Please do not use any piece of this system as a Target; doing so will void the warranty! 
 Prizum, LLC warrants this product to be free from defects in workmanship and materials, under normal use and conditions, for a period of 90 days from 
the date of original purchase, or date of receipt. Shipping and handling fees to be paid by the customer.  The manufacturer agrees, at its option during the warranty 
period, to repair any defect in material or workmanship or to furnish a repaired or refurbished product of equal value in exchange without charge (except for a fee for 
shipping, handling, and insurance which will be incurred by the customer). Such repair or replacement is subject to verification of the defect or malfunction and proof 
of purchase as confirmed. Damage to the product, persons or property incurred during use of this product is not the responsibility of Prizum, LLC or its 
representatives.  


