
checklist for roman blinds

Before we can start to make or quote for a roman blind we need to know the 
required measurements (width and length) of  the FINISHED blind. Please use 
the points below to help you measure up and gather the information that we need.

Do you want the blind to hang in the recess directly infront of  the window 
OR on the outside of  the frame across the aperture flush with the wall? 

If  it's directly infront of  the window you’ll need to measure the width of  the 
frame from wall to wall. It’s worth checking the frame is the same width all 
the way down so the finished will blind go up and down freely without scrap-
ing the sides (sometimes they can be wonky in old houses). Due to the thick-
ness of  the blind bar the blind will hang approx 3.5cm away from the window 
pane (this allows for any protruding handles). If  the sides of  your apeture 
come out at an angle then you'll need to take this into account. 

If  you’d like the blind flush with the wall then how much overlap do you want 
each side and above and below?  If  the window sill protrudes more than 3cm 
then the blind length will be restricted to this. 

Any blinds which are over 137cm wide (the width of  Hannah Nunn fabric) 
will need either joins in the fabric or possibly edging. Sometimes if  it's a very 
wide window then two blinds side by side is a good option. If  this option is 
chosen then chains will be one on the left and one on the right. Both blinds 
will need a pattern match where they meet and we can work out how much 
fabric will be needed to create this. 

Which colour chain would you like? They can be white plastic, antique brass, 
shiny brass or chrome. Would you like the chain on the left or the right side?

Would you like lining? Cotton lining is£4 per metre.
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