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Installation support: We take great pride in knowing that we manufacture the best lift systems in the world. Our design 
and production techniques enable simple installation. However, unexpected issues may arise during installation. In the event that you  
require assistance, do not hesitate to contact one of our technicians. We will be happy to answer your questions and resolve any problems  
you encounter during the installation process.     Phone Support: 661-257-9282, ext. 104     •     Email Support: tech@auton.com

1.
Place base containing the take-up reel  

2.
Attach portion containing the cab (wooden 
box) to the base with the provided screws.  
Connect electric cable from take-up reel  
to cab.  A cutout is provided for the Romex 
connector.  Connect the cable to the mating 
Romex. 

3.
If there are additional pieces, attach each 
one in the numbered sequence, one above 
the other.  Take extreme care in alignment 
of racks.

4.
Place assembled system into your opening.  
Secure through the pre-drilled holes to 
 your frame.

5.
Plug power cord into 115VAC/6oHZ outlet.  
The power cord is connected to the switch 
box.  There are two toggle switches on the 
box.  One is marked ON/OFF.

6.
When the switch is in the OFF position,  
the adjacent toggle can be used to raise  
and lower the cab.
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7.
When the switch is in the ON position, it will supply low voltage power to the two additional switches.   
These are provided for placement at the top and bottom of the system.  These are pulse operated.  Press  
and release the button.  Can will travel to its full up or down position and automatically stop when contact  
is made with the adjustable limit switch.

8.
If there is a need to stop cab between the UP & DOWN positions; switch the toggle to the OFF position  
and use the adjacent toggle switch.  Cab can then be stopped at any point of travel. 


