
CONVECTION BLOWER DEFLECTOR ASSEMBLY

INSTRUCTIONS
1. Unplug stove.
2. Freestanding Stoves: Remove the left side panel, disconnect the wire harness from the control board, and 

carefully set it aside. Remove the rear panel. 
 Insert Stoves: Remove the top and right side section of flashing. Remove the left side section of flashing,   
 disconnect the wire harness from the control board, and carefully set it aside. Pull stove far enough out   
 to access the convection blower. If the vent pipe must be disconnected be sure it is properly reconnected  
 and resealed before operating the stove.
3. Disconnect the convection blower wires from the wire harness.
4. Unbolt and remove the convection blower assembly, the old screws can be discarded.
5. Position the two 3 sided gaskets on the blower as per the diagram (open end toward the motor side of the 

blower) and push the 4 #14 x 1” sheet metal screws through the mounting holes on the blower and through 
the gaskets, this will hold both the screws and gaskets in place.

6. Position the deflector as per the diagram so the mounting screws pass through the 2 mounting holes in the 
deflector.

7. Guide the convection blower assembly and deflector into place on the stove and get the screws started, 
but do not tighten them yet.

8. Once all the screws are well started tighten them until they are snug, do not over tighten.
9. Check deflector to be sure it is not touching any part of the motor housing, if it is simply bend it slightly to the 

left.
10. Reconnect the convection blower wires to the wire harness.
11. Freestanding Stoves: Reinstall panels and reconnect the wire harness to the control board.
 Insert Stoves: Reconnect and reseal vent pipe (if disconnected for this procedure) and push stove back   
 into place, reinstall flashings, and reconnect the wire harness to the control board.
12. Plug stove back in.
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PARTS LIST
• 1 - Deflector
• 4- #14 x 1" Sheet Metal 

Screws
• 2- 3 Sided Gaskets


