
Tuson RV Brakes, LLC 

From the Leader in Trailer Safety Technology 

TOWABLE TIRE PRESSURE  
MONITORING SYSTEM (TPMS) 

(Fig 1) Combine the TPMS Receiver with the suction cup holder, adjust 

to the proper angle and adsorb it on the windshield. 

(Fig 2) Insert the power cable into the bottom of the Receiver. 

(Fig 3) Insert the cigarette lighter side of the power cable into the ciga-

rette lighter socket to supply power. 
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For more information about Tuson TPMS and  
all of Tuson towable brake products, visit our website 

www.tusonrvbrakes.com 
 

Tuson RV Brakes, LLC 
475 Bunker Court 

Vernon Hills, IL, 60061 
800-968-8766 

Tuson TPMS is available in  
Four Models 

Easy Installation: 

(Fig 1) Loosen the tire. Fix both sides of the tire and press, and make it 

bulge. 

(Fig 2) Remove the tire. The valve faces the mounting arm in the one 

oôclock direction, remove the tire. 

(Fig 3) Remove the sensor. Loosen the fixing screw, allow the sensor 

separate from the valve, and release the nut to take it apart from the 

valve. 

(Fig 4) Install the sensor and valve. Insert the valve through the rim hole, 

attach the sensor body to the inner surface of the rim by adjusting the 

angle of the sensor body. 

(Fig 5) Install valve to the rim hole. Guide the washer into the valve, and 

fix the nut by 4 Nm in torque, then tighten the cap. 

(Fig 6) Fix the screw to secure the valve and sensor by 2 Nm in torque. 

Note: Mount the tire. Grip the rim edge, and the valve is opposite to the mounting arm, 

avoid hitting the sensor during arm operation. 

Note: After the sensors are installed, please calibrate the balance correction to avoid 

from fluttering during driving. 

Read Tuson TPMS User Manual for complete installation information. 

IMPROVE 
 TOWING 
  SAFETY 

Accessories in the box: 

¶ Cigarette Lighter Cable 

(Vin=12~24V) 

¶ Suction Cup Holder 

¶ Cable Tie 

 

¶ User Manual 

¶ Warranty Card 

Parts & Accessories (sold separately) 
Need to replace Tuson TPMS sensors or valves for your towable tires? 

Tuson offers individual sensor, valves and a display power cable for 
sale to replace sensors and valves. 

The display power cable allows you to easily perform ID learning to pair 
the TPMS sensor with the receiver. 

Contact one of our dealers or check out our website for more details. 

TPMS Receiver Installation 

TPMS Sensor Installation 



Tuson Tire Pressure Monitoring System (TPMS)  

Tuson Tire Pressure Monitoring System (TPMS) instantly detects towable tire pressure and temperature for 
up to six (6) tires. The wireless tire pressure and temperature sensors mount inside your towable tires and 
transmit signals by RF mode to a monitoring module that displays individual tire pressure and temperature 
inside your tow vehicle. Tuson TPMS allows drivers to monitor the current status of all their towable tires, in-
creasing towing safety by allowing the driver to monitor all tires while towing. 

Item Specification 

Operating Voltage 12~24V DC   

Operating Current 120mA 

Operating Frequency 433MHz 

Operating Temperature -4ÁF~185ÁF (-20ÁC~85ÁC) 

Storage Temperature -40ÁF~185ÁF (-40ÁC~85ÁC) 

Monitored Pressure Range 0~203Ñ1.5 psi (0~1400Ñ10 kPa*) 

Monitored Temperature Range -40ÁF~257ÁFÑ5.4ÁF (-40ÁC~125ÁCÑ3ÁC) 

Size 4.5òx2.1òx1ò (116.5x53x25 mm) 

Weight 3.4 Oz (95g) 

Receiver Specification 

Repeater Specification 
Item Specification 

Operating Voltage 12~24V DC   

Operating Current 11.2mA 

Operating Frequency 433MHz 

Operating Temperature -4ÁF~185ÁF (-20ÁC~85ÁC) 

Storage Temperature -40ÁF~185ÁF (-40ÁC~85ÁC) 

Cable Length 90 inch (2300 mm) 

Size  3.5òx3.8òx0.9ò (88x96x23mm) 

Weight 6oz (170g) 

* Note: For kPa as pressure unit, receiver will show ñHIò on the display screen if 
pressure value is over 999 kPa. Otherwise receiver shows the value normally in 
psi, Bar unit. 

Product Features 

Wheel  
Display  

Real Time  
Tire Pressure & 
Temperature 

Low Battery Power 
Alarm for Vehicle 
Trailer Battery 

Maximum  
Pressure  
Measured 
203psi 

Active 
Alarm 

¶ Tuson TPMS continuously monitors tire pressure, tire temperature, 
sensorsô battery voltage and Repeaterôs input voltage 

¶ Visual and Audible Pressure & Temperature Alarm (Low and High 

Pressure) 

¶ Easy for user to pair sensors with Receiver (Display unit) 

¶ Tire pressure (psi/kPa)  and temperature (ƺF/ƺC) units are selectable  

¶ Wheel order is interchangeable 

Sensor RF Repeater 
The RF Repeater is designed 
for enhanced RF transmission 
range by increasing the signal 
strength between the sensor 
and Receiver (Display unit).  

It is a Plug and Play device 
and is easy  to install.  

Receiver 
The Receiver (Display unit) 
includes:  

¶ Visual and Audible Pres-
sure & Temperature Alarm  

      (Low and High Pressure) 

¶ Tire Pressure Display 

¶ Tire Temperature Display 

The TPMS sensor monitors 
tire pressure and temperature 
consistently and wirelessly 
transmits real-time data to the 
receiver. The Sensor is se-
curely mounted to the valve 
stem inside the tire to prevent 
damage and/or theft. Internal 
TPMS sensors provide more 
accurate pressure and temper-
ature readings than external 
valve stem mounted sensors.  

Maintaining properly inflated trailer tires has been 
proven to: 

Increase Fuel Economy 
 

Extend Tire Life 
 

Improves towing safety by giving the trailer bet-
ter steering, stopping and traction 

Increase Environmental Efficiency 
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