
 See the clock in each section for estimated installation time.

 Alcove Easy Remodel Kit Pivot Door Install Guide Rev A

TM

Alcove Easy Remodel Kit
Reversible Alcove Pivot Shower Door Kit Installation Guide

Congratulations on the purchase of your new shower remodel kit. This guide will give you 
the instructions on the installation of your new kit.

Sistine Stone™ showers are ideal for an experienced "DIYer". Please read through this entire installation guide 
before beginning your installation. If you feel you can not confidently install this shower by yourself hire a 
licensed contractor, handyman, or professional installer that can do it for you. Installation time may vary 
depending on your experience, complexity of shower, and "Pre-Install Prep Work" which may include: 
plumbing and/or drain relocation, bathroom demolition, and squaring up studs and floor.

Watch our Installation and Product Videos on americanbathfactory.com/pages/videos

Prior to demolition, scheduling your installer, or building your shower, double check that you have all the 
parts from the factory. Some applications may require a licensed plumber or contractor. Do not use any 
product spec sheets to begin installation before receiving product. These spec sheets are for reference 
only. Use actual product measurements only. The diagrams throughout this guide illustrate a 60" x 42" 
shower. Depending on the kit purchased, actual parts may vary in look and size from the diagrams shown.

Our goal is to help you achieve a quick and successful shower installation.

Check Your Order Before Installation
Please inspect shipment thoroughly upon receipt and before starting the installation. Missing or damaged 
stone and hardware should be reported within 24 hours of receiving this shipment. For assistance, call us at 
800-454-2284 Ext 22 Mon. - Fri. from 7:15am - 4pm (PT) or email customerservice@americanbathfactory.com.

Go step-by-step through the guide verifying you have all the parts for each step depending on your model 
description in each section.

Shower Door's

https://americanbathfactory.com/pages/videos
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This shower system is designed to be installed on a level, bare floor. It is necessary for any existing shower to be 
completely removed. Tear out and remove all old material to expose the 2 x 4 wall studs. Clean up the shower area, 
removing all dust and old material from the area.

2 MAKING THE SHOWER FLOOR
TIME

1 to 2 HR

½-" cement 
board 

2 x 4 studBlue Rubber seal

diagram 1

silicone bead

 Example: 60 x 42 Alcove Shower 

1)

2)

3)

4)

Cut out a section from ½" thick Cement board for the 
shower floor, make it ¾" less the width than the desired 
shower. The ¾" less is to accommodate the space the 
threshold will take up. For this example the section will be 
60" x 41¼"
Cut the drain hole in the cement board. Locate the drain 
position by measuring from one side wall and the back 
wall and mark the center line of the  drain on the cement 
board. Drill a 3¼" hole in the cement board.
Check hole alignment by placing the cut and drilled 
cement board into the final floor position. The 2" drain 
pipe should be centered in your hole cutout (#4 dia. 3 ) 
Install Drain onto cement board (#4 dia. 3), dry fit again 
making sure the floor has a 4" clearance around the drain 
so the drain nut does not impede cement board from 
laying flat onto the floor.

PRE-INSTALLATION TEAR DOWN TIME
8-16 HRS1

INSIDE

OPTIONAL SHAMPOO SHELF INSTALLATION
TIME

1/2 - 1 HR

4. Shampoo Shelf is 12" x 24", mark 1"  in from the
outside finished position, then cut-out the 10" x 22"
hole for the Shelf. The smaller the hole the better.

5. Dry-fit the Shampoo Shelf for alignment of grout lines.
6. Using 100% Silicone in-place with a generous  bead

around the back of the lip, wipe off excess silicone
with tissue.

1. The Shampoo Shelf was designed to match your
Sistine Stone kit, the cut-out hole size is 10" x 22".

2. There is a 1" lip or frame around the Shampoo Shelf,
this will be the water sealed area for the Shampoo
Shelf.

3. The best way to cut the hole is with a small 5" round
diamond blade.                                                          
See detailed instructions enclosed with Shampoo Shelf

SILICONE
Each shower will typically require between 4-5 tubes depending on your size and configuration. There are different 
brands that make RTV silicone (e.g. "DAP", "LOCTITE", or "A.S.I." or we also recommend the use of GE Silicone II. You 
can purchase silicone on our website under Shower Accessories.

PRE-INSTALLATION TEAR DOWN TIME
8-16 HRS1

board 
½-" cement 

We recommend the use of ½" thick cement board as your shower backer. This is a common backer for stone and tile. 
Using this backer will help comply with almost all city codes. A product like WonderBoard® or HardieBacker® may be 
used if it meets your local codes



3 2 x 4 STUDS ALIGNMENT & POSITIONING
TIME REQUIRED
½ to 1 HR

4 INSTALLING DRAIN (may be sold separately) 
TIME REQUIRED
½ to 1 HR

3

Check to make sure your 2 x 4 studs are in the needed position and supported adequately. You will see in (dia. 2) extra 2 
x 4 studs are added to the door and glass side thresholds for extra strength. You may need to make adjustments for your 
a shampoo shelf. When you place the bottom sections of the wall into the shower pan, you can also calculate the 
needed width and height of areas to keep free of 2 x 4 studs. (See installation instructions for shampoo shelf) This is also 
when you should add your extra support bracing for those who need them for your other accessories such as a shower 
valve, grab bars, bench or shelves.

¾" overhang when using triple studs, no overhang 
when using double studs (double studs required, triple 

studs recommended for extra-strength)
diagram 2

11" for shampoo shelf

minimum gap 
required for 
shampoo shelf

11"

triple studs

1. Install drain to cut floor cement board
2.

3.

4.

Take drain assembly apart and set parts #1-4 in a safe place for 
installation later.
Apply a generous bead of 100% silicone around the cement 
board drain hole and around the outside of the drain collar #5, 
insert the drain collar #5 into the drain hole.
Apply a generous bead of 100% silicone around the drain collar 
#5  from the underside of the cement board. 

(next steps done after cement board and tile is installed)

Install the rubber gasket #6 over the drain collar #5, to the 
underside of the pan, next install the slide ring #7.

5.

6.

Screw on the drain lock nut #8 and hand tighten. Turn drain lock 
nut #8 approximately 1/4 turn with the wrench to ensure a 
water-tight fit. Check for a good seal. DO NOT OVERTIGHTEN. 
Wipe off excess 100% silicone and allow to dry. Follow the 
manufacturer’s directions for application and drying time.

#1 trim plate 

#2 drain tool 

#3 pressure ring 

#4 rubber seal

apply silicone 
under drain collar  
lip and on threads

hole in floor with  
2" drain pipe

#5 drain collar

 Floor

#6 rubber gasket 

#7 slide ring

#8 drain lock nut

diagram 3

7.

shower floor
drain hole  

SET ASIDE FOR 
INSTALLATION 

LATER



1. Dry fit the #1 cement board floor with drain for alignment. Check to make sure the 2"
drain pipe is centered in the hole and that the 2" drain pipe does not extend past the
inside threads of the drain collar.

2. Make sure the #1cement board and drain fit level to the floor.
3. Remove #1 (C/B) and apply 100% Silicone to floor. (dia. 4)
4. Set #1 (C/B) into place. Make sure the ABS pipe is still centered.

(dia.5)

5 CONTINUING SHOWER FLOOR BUILD
TIME REQUIRED

1 ½ HR

diagram 4

diagram 5

diagram 6

5.Use Instant Waterproof Repair Tape (dia.7) to seal the
wall edges of the floor. Place the tape with 3" up onto the
2 x 4 studs and folding down onto the cement board. If
you tear a hole in the tape place another piece over the
hole. (dia.6)
6.Next we will be building up a ½" high and 4 inch wide
perimeter on the shower floor (for 60 x 42 example 
shower). Cut 4 Inch strips of ½" thick cement board. 2 x 60 
inch long for the front and back, 2 x 33¼" (42 - 8 (the 2 
widths of back and front pieces) less the ¾" space for the 
threshold).
7.With 4" strips cut use silicone to glue them around the
perimeter, on top of the tape. Do not apply too much
silicone to the inside edge of the strips, as you do not want
silicone to squeeze out onto the floor. The next step will
require a clean floor without silicone which would prevent
a good bond. When gluing down have the outside of the
strip about ⅛" raised above the inside edge, this allows for
proper water drainage. (dia.8)

diagram 7

diagram 8

         4" strip
Cement board floor

6 CREATING FLOOR SLOPE
TIME REQUIRED

1  HR

diagram 9

Step 6 is using a thinset cement (dia. 9) to create a slope in the floor. It will not 
take much thinset cement, you will only be filling the ½" gap between the strips 
and the drain. 
Start with ½ a bag and mix with water in a bucket about the consistency of 
mayonnaise, adding water as needed. The thinset will stiffen up as you are 
working it. Using a flat trowel, apply the thinset cement between the ½" raised 
strips and the drain. 
 Troweling a straight line from the floor next to the drain and the top of the ½"  
stripping. Using a stick may help, placing one end at drain edge and the other 
on top of striping.  Making sure the drain is fully exposed with no thinset covering 
the drain lip. The tile you will be installing will fill this gap.
You will need to wait for the thinset to harden before walking on it, 
approximately 4 hours. You can move on to step 7 and start to prepare the wall 
cement board.

1.

2.

3.

4.
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7 PLUMBING CONNECTIONS
TIME REQUIRED

1-3 HRS

Helpful hint is: Using Cement board as an indicator of squareness. If you see gaps or 
areas where the cement board is not fitting flush, fix the problem by removing the 
cement board and shimming the 2 x 4 studs until it’s square and flush. This kit is designed 
with some allowances for minor alignment issues.

1.

2.

3.

Considering your specific job requirements as to future finishing around the shower. 
you may want the cement board to extend past the 42" width of the shower or 
make it flush with our example 42" wide shower. Each job is different, but most 
drywall is ½" and will match up with the ½" cement board for easy finishing work 
using drywall mud. Note: Start with back wall, then side walls for flush application 
have cement board extend ¾" out past the floor. this is 42" from back wall studs. 
There will be a little gap on the front bottom corners where the cement board 
overhangs the floor. This can be patched with drywall mud later.
The 2 x 4's may not be square and flush, use shims to level and square the cement 
board as dry fitting each piece of cement board before applying silicone.(dia. 5)
It is recommended to cut all pieces of cement board and tack screw in a couple 
spots to hold into position. This will allow you to check for any squareness issues and 
make adjustments before silicone and all screws are applied.
After the cement board has been dry fitted, remove and place a bead of 100% 
silicone on the front INSIDE face of the tape pan flange. The bead should be in a zig-
zag pattern, and a good bead on the outside edge of the floor where the cement 
board will rest onto the floor. (dia. 5) Install the cement board against the studs and 
rest it inside the shower pan against the studs. Attach the cement board to the studs 
with screws or nails. DO NOT screw or nail into the tape pan flange.

Continue installing the remaining cement board. It is best to only seal joints below 6" 
high. The other joints will be filled with the tile setting glue.

silicone

cut out view 
of drain 
collar over 
2" drain pipe

#1 trim plate 

#2 drain tool 

#3 pressure ring 

#4 rubber seal

3.

4.

5.

Finish installing the drain assembly. Find the rubber seal #4 and slide onto the 2" ABS pipe. 
(You can use soapy water to help it slide down the pipe) It should seat against the bottom of 
the drain collar #5. 
Next drop the pressure ring #3 into the drain collar and use the drain tool #2 and a flat 
head screwdriver to screw it until it touches the rubber seal. Remove the drain tool after 
the pressure ring is installed.
Test that the decorative trim plate #1 snaps into position. You may need to adjust the 
tabs for a good fit. (Remove the decorative trim plate and store in secure area until installation is 
complete, drain will have finish grout and the trim can be reinstalled after grouted)

WALL CEMENT BOARD INSTALLATION
TIME REQUIRED

1- HRS

If you do not have a shower faucet already installed, determining where your faucet will be located is good at this 
time. The shower door kit is reversible, but not after it is installed. Usually the faucet is placed on the door opening side. 
This makes it convenient to test water temperature before entering the shower.
With today's quick conect plumbing unions, faucet installations are easy for DIY projects. Follow the faucet 
manufacturer's instructions for the correct depth the valve set back into the wall. The finished depth will be determined 
by the thickness of tile or stone you will be installing onto the ½" cement board, adding the tile or stone thickness to the 
½" cement board thickness. This will be the set back from finish plate of the faucet to the 2 x 4 studs.

1.

2.

8

4.

5.



 SHOWER THRESHOLD INSTALLATION
TIME REQUIRED
1/2  HR9

Threshold for hinged door

Threshold Installation for the sliding door and hinged doors are the same, the only difference in the threshold is the 
sliding door threshold has a groove and a metal channel for the wheels to roll in. 

Locate the two threshold pieces and dry fit them into place. You may need to 
trim or sand down the edge of one so they fit snug between the left and right 
wall cement board. Once aligned with a pencil, mark the inside edge on the 
floor. This is to give you a guideline as to where to apply silicone.  

Remove the threshold pieces and apply silicone to the front edge and top of 
floor where the threshold sits. Spread silicone evenly, giving some time to breath. 
Assembling threshold to the floor too fast will cause the silicone to not dry. Not 
allowing the silicone to breathe for up to 5 minutes before installing the thresholds 
will cause the silicone to stay liquid like it never left the tube. Apply one more 
complete bead, down the center of the length of threshold. This last bead will 
act as a washer depressing where there may be any gaps adding an extra layer 
of protection to stop any water from leaking between the floor and threshold. 
The silicone will change from liquid to tacky when ready for the thresholds pieces 
to be installed.

1.

2.

3.

4.

Gently press down one of the threshold pieces, repeat with the second threshold piece. Continue pressing down 
making sure the center line between the two pieces remain even and level while pressing down until firm. 
Remove any excess silicone that seeped out onto the front or onto the shower floor. Toilet paper works best for 
cleaning up silicone, using much paper to keep clean and discard waste. Make sure any deep gaps are filled with 
silicone, wiping off the excess as needed.
It is best to wipe down the center line between the two threshold pieces so that there is enough depth to apply a 
finishing grout color later.

SIDE CASINGS INSTALLATION
TIME REQUIRED
1/2  HR10

Door Side Casings (3) 
& Cap CD 

Panel Channel Side  
Casings (3) & Cap CP

diagram 10Bdiagram 10A

2.

3.

4.

5.

 Side Casings 
The panel side of hinged or sliding  showers use CP side casings & cap. (dia. 
10B) 
Note: The long plug for door threshold(dia.10A), and the short plug for channel 
threshold(dia. 10B)
To help with the side casing installation, use a level and draw a plumb line 
from the inside of the pan threshold up to the top of the shower. Do this on 
both sides. 
Apply 100% silicone, using a circular pattern, to the cement board along the 
plumb line, approximately 4" wide to the edge of the shower pan. (dia. 11) 
Place the first side casing into position making sure to align the side casing 
with the vertical plumb line previously drawn on the cement board. Apply 
pressure to the side casing to bond it to the cement board. The side casing 
will be flush with the inside of the shower pan threshold and have a small gap 
where the pan threshold slopes.  You can shim the gap if needed. Continue 
stacking casings the same one after another, finish with top cap. Make sure 
to align all channels use a level and the plumb line to keep straight.
Gaps or uneven casing pieces will be filled in with the grout or caulking, 
having an expensive hand-crafted stone appearance.

plumb line

cement 
board

silicone

diagram 11

1.

6



TILING WALLS AND FLOOR
TIME REQUIRED
3-4 HR11

A - Selecting Shower Tile and Designing Liners and Floor
The beautiful thing about the American Bath Factory Shower Door Kits are that our kits are like a wall painting in a frame. Sistine 
Stone is the elegant frame and glass with luxury hardware is the bling. Your artwork is selecting from many styles and colors to make 
your dream shower. Once you have picked your tile and figured out the pattern and style you can begin installing. YouTube 
has many videos on tiling that will provide tips and ideas for your artistic shower.

1) One convenient product that makes installation quick and easy is Mastic or tile glue.
It is easy to apply an even layer, seals water good and cleans up without trouble.

2) You will need to rent a tile saw to cut the tile.
3) It is best to start on the back wall. Once you know the pattern you want to achieve you

can draw it on the cement board, ether by tracing some tiles to get the spacing you like or
using a tape measure to get things centered.

4) If you purchased a shampoo shelf from American Bath Factory, now is a good time to
cut out the hole in the cement board and check to see if your stud position and plan
is correct. Use the instructions provided with the shampoo shelf.

5) Using the tile glue and an ⅛" grooved trowel, start on the bottom and work your way
across and then up the back wall. Apply an even coat of glue in about 3 foot sections
then setting the tile as you move to the next section. Keep repeating up the wall until the
back wall is complete.

6) Move on to the faucet side wall, start at the bottom working your way up the wall. You will be tiling between
the back wall and the Sistine Stone casing. It is best to start with a full tile up against the back wall and any cuts
be made on the casing side. This is the less visible area and grout will be able to hide any uneven cuts. We
recommend not trying to center tiles on the side walls. When you get to the faucet plate you may wish the tile
was centered, but it will be less visible than cuts up the back wall corners. When you get to the valve cut as
close to the valve as possible to reduce leaking. If the faucet has built in shut offs, make sure you keep them
uncovered. You should have the shower arm installed, so continue up the wall, cut the tile around the shower
arm keeping the opening small enough that the cover plate will cover any cuts. Continue until wall is
complete, repeat on other side wall.

7) Floor design and pattern, for slip resistance and safety it is best to use a tile less or equal to 4" x 4".  On the floor it
is best to start on the back wall, layout the pattern and drawing on the floated cement. Take consideration as
to how the tiles will fit around the drain area. It is best to have a grout line or more going over the drain area
(this makes for easier cutting around the drain hole). This will be the most noticed area of the shower. Reposition
the tile so that the tile will be positioned evenly around the drain as possible. Once you have a pattern plan,
remove the dry fit tiles and start the same gluing routine of small 3 foot areas from back to front starting on the
side closest to the drain. Your tile cuts around the drain are very important, take the time making small cuts to
complete the perfect circle around the drain (again take your time, you will be living with this for a long time,
use a file to smooth the cut edges).

8) Cleanup and grouting, it is best to wait until you have installed the glass door before grouting. You will be
applying silicone to the Sistine Stone Glass channels, try and not use so much silicone that it comes out of the
channels when installing the glass. Silicone is hard to clean off well (use lots of toilet paper to clean with,
throwing away small bundles) use just enough to secure the glass, but the channels will be filled with the grout
or caulking.

7



12a
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diagram 14
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outside
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1.

2.
3.

4.

5.
6.

8

GH

vinyl water shield 

diagram 14a 

side 
plate

HINGED DOOR AND HANDLE DOOR INSTALLATION
(SKIP THIS SECTION FOR SLIDING DOOR) 

TIME
½ to 1 HR

Handle Door
The door handle (A) will be located on the outside of shower glass.
Be careful not to rest the edges of the door on hard surfaces. 
Tempered glass is very strong and impact resistant but its weakest point 
is impact on the edges. (set the glass door in position to enable the 
assembly of the handle).
Remove pull knob (B) and one washer (D) from top of handle (A), then 
removed flat plug (C) and one washer (D) from bottom of handle 
(keeping one flat washer (D) and clear tube (F) on pull knob (B) & 
flat plug (C).
Start with the top hole on the glass door.
Assemble pull knob (B) and handle (A) with two washer (D) one on 
each side of glass door and (F) in side door hole.
Assemble flat plug (C) and handle (A) with two washer (D) one on each 
side of glass door.
Tighten set screws top and bottom on handle (A).

1.

2.

3.
4.

5.

6.

Door Hinges 
Locate the top hinge GH and remove the side plate by loosening the two 
screws. (dia. 14)
Apply a generous amount of silicone onto the hinge and side plate.
Position the hinge onto the glass door lining up the holes so that the screws are 
on the inside of the shower door. 
Attach the side plate with silicone applied to the glass and tighten the screws 
until the hinge is secure. Wipe off the excess and allow to dry.
Repeat these steps for the bottom hinge.
You will also find a Vinyl Water Shield for the bottom hinge. This can be added 
in between the glass door and the side plate to help keep water in the shower 
should you have a smaller shower or a shower-head pointed towards the 
door. (dia. 14a) See Images below for illustrated installation examples. You may 
trim the Water Shield as needed.
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1.

2.

3.

side wall
casing hinge wall

bracket

¼" pin hole

diagram 15

pan threshold

1.

2.

3.

HB

C - Dry-fit Fixed Glass Panel & Glass Door
Gently dry-fit the fixed glass panel into the wall casing channel. The bottom of glass 
panel will be silicone glued to the inside step of pan threshold.  the height of panel 
can be adjusted with shims before applying silicone.        
Next, Install Threshold Hinge Bracket. (dia. 15) Place bracket into notch of pan 
threshold step and tight to door plug. use ⅛" drill .to pre-drill screw holes. screw in 
the two screws. 
Pick up the door you have installed the hinges and handle onto, and gently place 
the bottom hinge pin into the ¼" hole you have drilled into the pan threshold
(making sure you have the Teflon slide washer on the pin). (dia. 16)
D - Install Fixed Glass Panel & Glass Door
With someone helping to hold the shower door, place the top hinge mounting 
bracket (dia. 16) over the top hinge pin (making sure you have the Teflon slide washer on 
the pin). Check to make sure door is plumb and level, then mark with a pencil 
through the 3 holes on top hinge mounting bracket. (Note* Top hinge Bracket 
should be installed slightly off plum to the inside of shower so door swings closed.) 
Move door and top hinge mount to one side and pre-drill the holes into the studs. 
The drilled holes should be large enough so the screws don’t bind in the stone. 
Apply silicone and place bracket on top then insert and tighten screws (dia. 16.1). 
Next adjust fixed panel into the correct alignment with the door, remove the glass 
and apply a ¼" bead of 100% silicone into the channel and threshold inside step. 
Re-insert the fixed glass panel and check alignment again. Allow the silicone to dry. 
You can silicone any gaps between the stone and glass to ensure water tightness.

 E - Install Door Sweep & Seal
Locate the clear door sweep and attach it to the bottom of the glass door. The 
reflective shield should face into the shower (dia 17). The door opens out and 
should close by itself, with the sweep inside thresholds edge and stopping against 
the H-Seal door stop . If the door opens on its own, the top door wall bracket should 
be moved further into the shower. 
 We have provided 2" door stop:

1. This is located just above the door sweep, push H seal on to bottom of door

diagram 17

Glass
Door

to inside
of shower

*To keep door 
closed adjust height 

of door sweep to 
provide proper 
tension and seal

*

Shower Threshold
diagram 18

glass
panel

door

inside shower

GP

GS

h-seal

Optional Door Seals
Most showers do not need seals on the door and seams of the glass and prefer a clean no plastic seal 
frameless glass appearance. Occasionally shower heads and hand showers are in areas where water can 
escape through a glass crack. We have optional water seals that can be ordered to resolve any water spray 
leakage.

diagram 16.1



SLIDING DOOR INSTALLATION
(SKIP THIS SECTION FOR  HINGED DOOR) 

TIME REQUIRED

10

½ to 1 HR

Our glass is tempered to make for a very strong door, the tempering gives maximum strength from impact on the 
surface, unfortunately this also make the glass very vulnerable to breakage from impacts to the bottom and top edges 
of the glass. Do not rest the top or bottom of glass panels on a hard floor or objects, keep the corner pads on the glass 
while handling. Place foam or a soft material under the glass panel when unpacking and setting aside.
CONTENTS 
SLIDING GLASS DOOR  FIXED GLASS PANEL

DOOR SLIDE BRACKET

diagram 13

sliding 
glass door

door handle

LEFT DOOR

door slide
bracket

cement board 

RUBBER DOOR STOPPERS

A - Fixed Panel Installation 
1. Locate the Fixed Glass Panel, and 100% silicone.

2. Once you have determined the position of the Sliding Glass Door, left or right. (diagram 13 shows the top view of
shower with a right or left door)
3. Dry fit the Fixed Glass Panel in place. Place the fixed glass panel into the channel of the wall casing, there is
not a channel in the pan threshold. 100% silicone along with the side casings will hold the glass in place.
4. Now that you have dry-fitted the fixed panel, remove the panel and silicone in place. Place a bead of 100%
silicone in the channel of the wall casings and on the pan threshold. Only apply a bead of silicone where the
fixed glass panel will sit, don’t go past the end of the panel. Place the fixed glass panel into position and secure
in place until the 100% silicone is dry. Wipe off any excess silicone.

Be careful not to rest the edges of the glass on hard  
surfaces. Tempered glass is very strong and impact 

resistant but its weakest point is impact on the edges.

rubber door
stopper

rubber door
stopper

fixed glass
panel

SLIDING DOOR WHEELS

G1 G2
G12

G11

G13

G2      Door Slide Bracket G11

panel side
wall casing

sliding 
glass door

door slide
bracket

rubber door
stopper

rubber door
stopper

fixed glasspanel side

cement board

panelwall casing
door handle

RIGHT DOOR

(Installed on Door)

12b
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wheel
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bracket

outside 
bracket

shower door

bolt

diagram 16

Sliding
Door 

Fixed
Glass Panel  

door slide 
bracket

clear 
rubber 
insert

slide

diagram 15

C - Sliding Glass Door Installation

G12

1.
2.

3.

4.

Locate the shower door wheels (Preinstalled: diagram 15 is for reference only) 
To install the wheels on the sliding glass door, unscrew the bolt from the 
inside bracket. Place the outside bracket on the outside of the door, and 
place the inside bracket and wheel into the cutout section of the shower 
door (diagram 15) Push the bolt through the inside bracket until it screws into 
the outside bracket. Repeat for the remaining wheels.
After 30 minutes to an hour the100% silicone on the fixed glass panel should 
be secure enough to finish the door assembly. (do not use excessive force on 
the door until the silicone is fully dried) Have the door slide bracket handy and 
ready to install. Carefully place the door into position, with the wheels 
resting in to the pan threshold channel facing into the shower.
To secure the sliding door to the door slide bracket (diagram 16) take the 
clear rubber insert of the bracket and place a pea drop of silicone inside 
of channel then place on the top end of the fixed glass panel. Next lower 
the bracket over the clear rubber insert at the same time making sure the 
glass is going into the guide channel, push down leaving a ⅛" gap 
between top of the sliding door and the slide. (pushing the bracket down too 
far will create too much friction for the door to slide easily)
To install the two rubber door stops, place a drop of 100% silicone onto the 
rubber stops, and position on the left and right wall thresholds, in the center 
of where the door will stop.
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5.

HELPFUL HINT: Apply a small bead of silicone between 
the rubber insert and the door slide bracket to secure 

the bracket from moving over time with use. 



10  ACCESSORIES
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▫Pencil
▫Silicone
▫Drill Bit

▫Level
▫Caulk Gun
▫Drill

1. Thoroughly clean the surface on which the shelf will be adhered.
2. Plan height for installation of the shelf. Dry fit the shelf and sand the back

edge as needed to allow for a good fit.
3. You can install the shelf with silicone or the screws included:

a) Silicone Installation: Apply silicone to the back edge of shelf and press
firmly in place applying even pressure. You may use painter's tape to
help hold it in place while it dries. Allow to dry for 24 hours.

b) Screw Installation: First, place your shelf in desired location. Use a
pencil to mark the mounting holes. Next, drill out the pilot holes. Insert
the anchor through pilot holes, apply silicone to back edge of shelf
and then screw shelf to wall.

4.  You can install the soap dish with silicone:
a) Silicone Installation: Apply silicone to the back edge of shelf and press

firmly in place applying even pressure. You may use painter's tape to
help hold it in place while it dries. Allow to dry for 24 hours.

5.  Once silicone has fully cured, apply a bead of silicone caulk around the
perimeter of the shelf to seal out water. Use a wet finger to smooth the
caulk and then clean off excess with a damp sponge.

6. Allow to fully dry before use.HELPFUL HINTS :

 When figuring out the "proper" height for your shelf, it's a good idea to consider everyone that will use the shower.
 Periodically check the silicone and caulk for any wear or deterioration and correct as necessary.

Tools/Supplies:
▫Painter's Tape
▫Caulk
▫Phillip's Head Screwdriver

▫Sponge
▫Clean Cloth
▫Fine Grit Sandpaper

Back edge of 12" shelf

Corner Shelves & Soap Dish

11  GROUT

 Your American Bath Factory shower Kits have a non-porous surface, which makes it easy to clean.  Good Grout will 
contain an ACRYLIC ADDITIVE or you can add an ACRYLIC ADDITIVE to ensure proper bonding to the tiles. We suggest 
grouting in every union joint of shower components. 
These are two recommendations we have for grouting the shower:

1. Traditional powered grout that is non-sanded and instead of water we recommend mixing with an acrylic additive
to aid in adhesion

2. You can also use a pre-mixed non-sanded grout this comes ready to apply, no mixing necessary this normally
comes in caulking tubes (no additive needed)

Do not let the grout dry completely onto the shower before removing and cleaning off the excess grout. If grout is 
allowed to dry onto the shower components, it will likely be difficult if not impossible to remove without damaging the 
shower's surface. Note: Grout is not covered by ABF Warranty.



13405 Estelle Street, Corona, California 92879 
Phone 800-454-2284  Fax 951-734-1480 

Visit us at www.americanbathfactory.com

SHOWER SYSTEM TROUBLESHOOTING

SISTINE STONE is easy to clean using dish soap. Dish soap is inexpensive and great to dissolve body oils as well will not 
leave a buildup of soap. If you have hard water spotting you may need something stronger like Comet or another  
non-scratch cleanser. "Lightly" scrub the stained area in a circular motion to avoid discoloration. The stone is naturally 
waterproof and will not absorb spills or soil, simply wipe away with a damp sponge. 
Periodic cleaning with a sponge and warm, soapy water will remove any build up of dust or grime. 
Periodically check the grout and silicone for any cracks and repair as needed. 

CARE & MAINTENANCE OF YOUR SHOWER SYSTEM

Scratches & Blemishes  Can be removed by wet-sanding the stone surface. Make sure stone surface and sandpaper 
are wet, and sand stone until scratches and blemishes are removed.
Hinged Door Will Not Stay Closed  Adjust height of door sweep to provide proper tension and seal.
Door Leaking  The shower doors are designed not to leak under normal usage when installed properly, and the water 
flow is not pointed directly at the vinyl seals, hinges or opening.


	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page
	Blank Page



