
Application and cleaning instructions

Clean the window thoroughly with mild soapy water, 
removing any dust, grease or other contaminants.

B. Apply the window film

C. Cleaning and maintenance

Complete a second cleaning if necessary and then rinse off with 
water only.  Thoroughly dry the surface before application.

Begin the application from the top of the window, ensuring 
the film is correctly aligned on all sides. 

Press the upper corners in place using light pressure. Slowly 
peel away the liner and continue pressing the film to the glass.

Cut away the top 50mm (2 inches) of the paper liner. Avoid 
touching the adhesive, especially the edges and corners. 

Cut the film back from the edge of the window by 1-3mm to 
ensure reliable edge adhesion. The edge of the plastic 
squeegee can be used as a guide to ensure a consistent finish.

Use the plastic squeegee provided to smooth out the film, 
handling the material with care. Begin from the centre and 
work outwards in all directions. Ensure that no bubbles are 
trapped, especially at the edges.

DO NOT WASH THE FILM UNTIL 24 HOURS AFTER 
APPLICATION, to allow the adhesive enough time to work.

Clean with a mild soapy solution using a sponge  or microfibre 
cloth. Do not use abrasive clothes or solvent cleaners.

To remove the film after use, carefully peel away from any 
corner with a slow even rate. The film should come away in 
one piece without leaving any adhesive residue behind.
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Cut the film to the window size, ideally leaving an extra 5-10mm (2-4 inches) of material on either side (this can be trimmed later).  
Apply the film in moderate temperatures – between approx. 3°C (35°F) and 30°C (90°F)

B1 B2
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A. Clean window (application surface) thoroughly


