
Getting the best results with self-adhesive wallpaper 

Thank you for buying a wallpaper map. 

The self–adhesive wallpaper is very easy to apply and remove from most smooth surfaces.  

The following steps will help you to ensure you get the best results. 

Preparation: 

1) Ensure the surface is dust, grease and moisture free.  Any treatment or paint that has 

been previously used on the wall should be left for 4 weeks to dry and gas off before 

the wallpaper is applied (always check manufacturer’s recommendations) 

2) The wallpaper is not recommended for textured, porous or dusty surfaces (i.e. artex, 

brick or cement walls), as fully adhesion cannot be achieved. 

3) When applying the wallpaper, please allow it to get to standard room temperature so 

that the adhesive can reach its optimum strength.  It is good practice to inspect your 

work while hanging it to obtain a perfect result. 

 

Application: 

1) This wallpaper is a paste free wall covering, any experienced decorator will be able to 

familiarise themselves quickly to create a perfect feature wall and anyone with good 

basic DIY skills can achieve great results.  Depending on the size of your surface it 

may be helpful to have two people install it.  Try not to let the adhesive come 

together, or let the wallpaper fold up against itself.  If it does, separate it by carefully 

pulling it apart taking care not to damage the printed area. 

2) Start at the top of your print and pull down approximately 2-3” / 5cm of the backing 

paper.  By lightly pressing and smoothing from the centre onwards, apply the exposed 

adhesive area of your print to the chosen surface.  Then continue to slowly pull the 

backing paper downward in small increments smoothing as you go.  Once the process 

is started it can be easier if another person holds the bottom and pulls down slightly 

giving some tension, keeping it square and straight. 

3) Your map prints will are designed to be butt joined on the wall with no overlap. 

The wallpaper covering is easy to cut with a scalpel or Stanley knife should you need 

to cut out an area to accommodate a light switch or other such feature. 

 




