
2004 - 2008 F150 HOOD MOUNTED
SPARTAN BARS

STEP 1
Open the hood of the truck to
expose the size 10mm bolt
that needs to be loosened. 
This bolt is located directly
under the circled part of the
hood. 



STEP 2
Use a size 10mm socket to loosen
this bolt. This bolt does not need
to be completely removed.

Take the open end of the bracket
and slide it under the bolt and
washer with the open end of the
bracket facing towards the inside
of the truck.

The driver's side bracket is seen
below. Once it is slid under the
bolt tighten the bolt back into
place. 

STEP 3



Once the light bar is
mounted securely
to the truck use the
included hardware
with the kit to
mount the Light bar
to the bracket. 

STEP 4

Take the wire from
the back of the light
and run it under the
hood.

STEP 5





Connect your wiring harness to your battery.

 Remove the nut on the positive terminal of your battery and slide the red
positive terminal ring over the bolt then tighten the nut back into place.

Remove the nut on the negative terminal of your battery and slide the
black negative terminal ring over the bolt then tighten the nut back into
place.

Repeat steps 1-5 on the passenger side of the truck.
STEP 6

STEP 7



Connect both connections from your
harness to the connections from the
wiring on your Spartan light bars. 

STEP 8

Remove the plastic trim piece seen below by pulling it away from the truck.
This piece has a few pop tabs that will pop right out. 

STEP 9



Remove the switch form the harness and feed the white connector in
between the driver door and the truck up into the engine bay area. (This
connector should come out near where the light bar and harness
connection is.) 

STEP 10

Once it is fed through reconnect the switch to the harness. 



Pull the rubber seal
away from the truck
and slide the switch's
wire behind it and into
the opening where
the plastic piece was
then press the rubber
seal back into place. 

STEP 11



Take a pry tool or flat
head screw driver to
release the tabs to
open the dial panel and
run the switch through
this panel then press it
back into place.

Then reinstall the
plastic trim piece from
step 9. 

STEP 12



Text for support: 706-214-2618
Visit our site to chat: www.F150LEDs.com

or email CustomerSupport@F150LEDs.com

Mount the switch to the preferred mounting location or your choice. 
STEP 13


