
Remove the trim piece from the hood by pulling towards the center of the
truck to release two pop tabs. 

2022+ FORD MAVERICK
HOOD SPARTAN INSTALL GUIDE

STEP 1



Once removed use a size 10mm wrench to remove the bolt circled in the
photo below.

STEP 2



Slide the bolt through the bottom hole of the bracket with the top of the
bracket facing towards the inside of the truck.

STEP 3

Once this bracket is mounted to the truck, use the included hardware with
the kit to mount the Light bar to the bracket. We recommend using the
hole closest to the center of the truck. 





Now that the bracket and bar are mounted to the truck, run the wire from
the back of the bar under the back of the hood into the engine bar area.

STEP 4





Connect your wiring harness to your battery.
Remove the nut on the positive terminal of your battery and slide the red
positive terminal ring over the bolt then tighten the nut back into place.
Remove the nut on the negative terminal of your battery and slide the
black negative terminal ring over the bolt then tighten the nut back into
place or use the bolt shown in the photo below for the ground terminal. 

STEP 5



Connect both connections from your harness to the connections from the
wiring on your Spartan light bars. 

STEP 6



For this install we highly recommend the wireless remote option. To mount
the receiver to the truck, find a desired location then remove the protective
covering from the 3m tape on the back of the receiver and press firmly
down on the receiver for 30-60 seconds. 

STEP 7



Take the female end from the wiring harness and plug it into the male end
coming from the wireless receiver. 

STEP 8



Text for support: 706-214-2618
Visit our site to chat: www.F150LEDs.com

or email CustomerSupport@F150LEDs.com

Use the included zip ties to clean up the wiring harness and secure
somewhere in the engine bay where the wires will not interfere with
anything else in the engine bay. 

STEP 9


