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Infrared heater with remote control, app control, 
Bluetooth speakers and LED lighting.

Instruction Manual



Thank you for choosing a Liangdi infrared heater. We hope you will be satisfied with it. To get maximum
performance from your infrared heater, it is important to read this manual carefully before use, and to
understand what is written. Read the safety instructions especially - they are there to protect you and
your environment. Keep this manual in a safe place for future reference. Also keep the packaging – it is
the best protection for your heater when not using. 

IMPORTANT SAFETY INSTRUCTIONS

When using electrical heaters, basic safety precautions should always be followed to reduce the risk of
fire, electric shock, or injury to persons etc. Also read the assembly and operating instructions very
carefully before operating the heater.

Important Safety Instructions 
When using any electrical appliance, basic safety precautions should always be followed to reduce the
risk of fire, electric shock, or injury to persons.

Read all instructions before using this heater  
1. This  heater  is  hot  when in  use.  To avoid  burns,  do  not  let  bare  skin  touch hot  surfaces.  Keep

combustible materials, such as furniture, pillows, bedding, papers, clothes and curtains at least 1 m
from the front of the heater. 

2. Keep out of reach of children. Never leave them unsupervised with the machine. When selecting the
location for your machine, do so in such a way that children do not have access to the machine. 

3. Extreme caution is necessary when any heater is used by or near children or invalids and whenever
the heater is switched on and unattended. 

4. Always unplug heater when not in use.
5. Do not operate any heater with a damaged cord or plug or after the heater malfunctions, has been

dropped or damaged in any manner.  Discard heater,  or return to authorized service facility for
examination and/or repair. 

6. This heater is not intended for use in bathrooms, laundry areas and similar locations. Never locate
heater where it may fall into a bathtub or any other water container.  

7. Do not run cord under carpeting. Do not cover cord with throw rugs, runners, or similar coverings.
Do not route cord under furniture or appliances. Arrange cord away from walking areas and where
it will not be tripped over. 

8. Connect to properly grounded outlets only. 
9. To disconnect the heater, turn controls off first, then remove the plug from outlet.  
10. To prevent a possible fire, do not block air intakes in any manner. Do not use on soft surfaces, like a

bed, where openings may become blocked. 
11. Do not use it in areas where gasoline, paint or any other flammable liquids are used or stored.  
12. Use  this  heater  only  as  described  in  this  manual.  Any  other  use  not  recommended  by  the

manufacturer may cause fire, electric shock, or injury to persons. 
13. Always plug heaters directly into a wall outlet/receptacle. Never use with an improper extension

cord or relocatable power tap (outlet/power strip) – correct thickness cable only
14. Check if the voltage indicated on the nameplate of the appliance corresponds to the local mains

voltage before you connect the appliance. 
15. The appliance should not be installed directly below a wall socket.  
16. The casing and the front cover of the appliance may become hot during operation. Pay attention

that no combustible material (such as curtains, marquees, flags, plastic foil etc.) covers or obstructs
the appliance due to wind or other environmental influences.

17. In case of improper use, there is a risk of electrical shock and/or fire hazard.  Operation of the
appliance must be discontinued and remove the mains plug immediately. Do not try to repair the
appliance by your‐self. Please contact with the service agent or a suitably qualified electrician for
maintenance. 

18. Remove the plug from the power outlet and wait until the appliance is sufficiently cooled off before
cleaning. 



19. The appliance must only be mounted by an authorized specialist, paying attention to the relevant
regulations of the power supply companies and the regional construction regulations. 

Not abiding by the above instructions may lead to damage, fire and/or personal injuries. A failure to
adhere  to  these  rules  also  immediately  nullifies  the  guarantee  and  vendor,  importer  and/or
manufacturer.

DESCRIPTION

The Liangdi HEAT AND BEAT heater is an infrared heater with remote control, app control, Bluetooth
speakers and LED lighting. This heater does not primarily warm the air in the room, but all objects that
the infrared rays touches. As the cumulitive heat builds, the air also gets warmer. It makes this heater
very effective.

The Liangdi HEAT AND BEAT heater has some great advantages:
 High degree of water tightness (dust- and watertight, IP65)
 The special 2000 W Golden Amber ULG lamp: a superior lamp that emits more heat but less light

and has an expected life cycle of 5,000 hours. Under normal circumstances it will not be necessary
to change the lamp.

 Two integrated Bluetooth speakers  that  allow you to connect  with  your smartphone,  PC,  music
carrier, etc.

 Integrated LED lighting at the back with countless colours and strength settings for ambient lighting.
 Two Bluetooth receivers: one for warmth and light and one for sound. Use the infrared heater for

the objective for which it is made: to heat a room or terrace. Don't hang any wet textile over the
lamp to dry, but always maintain the minimum distances from the heater.

The Liangdi HEAT AND BEAT infrared heater consists of:
1. Heater with suspension bracket (11), electrical cable

and plug
2. Two wall brackets (2) with wing nut (3) for securing

the bracket.
3. Three brackets (various sizes) for suspension to tent

frame, parasol etc. with two wing nuts
4. A set of chains with 2x2 karabiner hooks for ceiling

suspension
5. On/off switch
6. Reset button
7. Two separate Bluetooth antennas.

a) Warmth & light and
b) sound

8. Speaker (2x)
9. LED  lighting  (2x2)  and  a  remote  control  and

fastening material.

The Liangdi HEAT AND BEAT heater is equipped with a
top  quality  2000  W  Golden  Amber  ULG  lamp  that
produces 90% less light.

Alongside the comfortable 2000 W heat, the Golden ULG lamp also emits a natural, warm, subtle glow.
The lamp has an expected life of 5,000 hours; under normal circumstances, it should not have to be
replaced. Very intensive use can lead to faster aging of the lamp. If necessary, contact your dealer or a
qualified electrician. The lamp should only be changed by qualified persons.



INSTALLATION

Note: The model in the photo may differ from yours. Both models are installed in the same way.

Before installing, secure the hanging bracket (11) to the heater. Using the Allen key, undo the Allen screw
(12) and pull the pin with the other screw out of the hole. Place the hanging bracket (11) between both
holes as indicated on the diagram. Push the pin with the second screw back through the holes and the
hanging bracket. Then place the first Allen screw back and turn to secure using the Allen key.

The Liangdi HEAT AND BEAT heater can be installed in three ways:
 Suspension from a wall (or possibly ceiling) by means of a wall bracket
 Suspension from a frame (parasol, tent or similar item) by means of a bracket
 Suspension from a ceiling by means of chains

Remove  all  packaging  material  (including  the  shock  absorbing  material  around  the  bulb)  before
installation the heater and check the heater, supply cord and the plug for signs of damage. Carefully
choose  the  correct  location  to  install  your  heater.  Before  fastening,  check that  the  minimum safe
distances between the surroundings and the chosen location are followed:
 Minimum distance lowest point of heater to floor: 1.8 m
 Minimum distance heater to heated object: 1 m
 Minimum distance top* heater to fire-resistant ceiling: 0.25 m
 Minimum distance top* heater to tent tarpaulin, parasol etc.: 0.5 m
 Minimum distance side heater to walls, obstacles, objects: 0.5 m
* The top of the heater is the side where the suspension bracket is attached. If you suspend the device
outside, ensure that it is protected from the wind. 

The following applies for all options:
 Always lead the electrical cable directly away from the heater. It

may not become hot.
 You can adjust the heating angle by loosening both Allen screws

slightly.  The heater  can rotate through approximately  60°;  the
recommended beam angle is 45° (see image). When adjusting
the  angle  ensure  that  the  heater  does  not  radiate  heat  onto
flammable materials close by.

 Confirm  that  the  heater  is  firmly  mounted  and  all  screws
fastenend.

 For  personal  safety,  alway connect  the  heater  to  an  earthed
socket.  Now your infrared heater is ready for use.

Suspension from a wall (or ceiling) by means of the wall bracket
 The heater must be mounted on a fire-resistant foundation that

is  vibration  free  and  stable  enough.  Check  or  the  provided
dowels and screws are suitable, strong enough and qualified for
the  foundation.  When  mounting  on  wood,  please  ensure  safe
distances as specified above.

 Fix the mounting bracket horizontally on the wall with the four
anchor dowels provided (see picture on the right).

 Hang the terrace heater with the suspension bracket in the wall
bracket. Refer to the picture. Slide the bracket through the wall
bracket  as  far  as  possible  –  the  small  hole  in  the  bracket
protrudes under the wall bracket. Secure the heater by screwing
the short wing nut (supplied) as far as possible into the small
hole in the suspension bracket.



Suspension  from  a  frame  (parasol,  tent  or  similar  item)  by
means of a bracket
 Ascertain that the frame from which you wish to suspend the

terrace  heater  is  strong  enough  to  take  the  weight  of  the
terrace heater for an extended period.

 Choose which of the three supplied brackets is suitable for the
frame. Choose the smallest possible option for best fit.

 Slide the bracket around the frame, place the terrace heater
against it and screw the bracket to the suspension bracket with
2 wing nuts (see picture).

Suspension from a ceiling by means of chains
 Choose  2  suspension  points  in  the  ceiling,  40  cm  apart.

Ascertain that the ceiling and fastening materials  are strong
enough and suitable to take the weight of the heater for an
extended period.

 Fasten the suspension eyes to the ceiling (not supplied).
 Hook  one  end  of  the  chains  onto  suspension  points  of  the

heater by means of the karabiner hooks. Hook the chain at the
other end trhough the suspension eyes in the ceiling. Feeding
and fastening the chain with the second karabiner hook allows
you to raise the suspension height of the heater. You can also
wrap the chain around a horizontal beam or rod (see picture
on  the  right).  Please  always  take  account  of  the  minimum
distances to the ceiling, floor, walls and objects and make sure
the heater is horizontal.

Please note:
Because the Liangdi HEAT AND BEAT heater has a high water-tightness (IP65) and for safety reasons, a
qualified electrician must  handle or oversee the installation.

WORKING

Confirm before every use:
 The heater doesn't show signs of damage.
 The heater still is fastened firmly. Movement due to wind or rain can loosen the heater
 There are no objects, canvas, sun screens etc. inside the safety distances.

If  everything is all  right you can insert the plug into the socket.  The HEAT AND BEAT heater has a
remote control that works with two batteries: AAA, 1.5V. While using, point the remote control to the
receiving point of the heater. If there are obstacles between remote control and the heater, it will not
work.  The commands from the remote control  to the device can cover a maximum distance of  6
metres.

Warning
 When you switch the heater off using only the remote control or app, it remains in Standby mode.
 To completely swith the unit off, press the on/off switch on the heater and uinplug form the socket.
 Remove the batteries when not using for extended periods like summertime or when you are away

on hiliday. It will extend the life of the remote control.
 When you use the heater for the first time (or again after a long time), observe it during the first 10

to 15 minutes to be sure that it works trouble-free.



 Press the on/off switch (5) on the side of the unit; The blue light on the
reception point will light up. The heater is now in standby mode.

 Press the ON button of the remote control. The device has a slow start at 33%
output. 4 seconds after starting, it automatically switches to the last used
output. On first use, it will switch to 100% output after 4 seconds.

 Press to switch to a higher heating level.

 Press   to switch to a lower heating level.

 Press (briefly) to switch the speaker on (or off). By pressing this button
for longer you can initiate the Bluetooth connection for the speakers.

 Press to switch on the LED lighting.

 Press to switch off the LED lightning.
 To stop the unit, first press the 'off' button on the remote control. Then turn it

off by pressing the on/off-switch (5) to "O" (off). Finally, unplug it from the
wall outlet. Allow the heater to cool down.

The reset button
You can use the reset button in these situations:
 To operate  the  device  without  the  remote  control.  Every  time  that  you  press  the  reset  button

(briefly), the output changes from: > 2000 W > 1320 W > 660 W > off.
 To reset to factory settings, hold down the reset button for 4 seconds until the light comes on. Any

previously set password will then be reset to the default password: 12345678. When the overload
safeguard has turned the device off, turn it on again in the same way. (see Overload safeguard).

APP CONTROL (SunKare)

The Liangdi HEAT AND BEAT heater can also be controlled through Bluetooth by the SunKare app that
can be downloaded to a tablet or smart-phone. This app is available in the App/Play stores for Apple
and Android. To use the app, turn on the Bluetooth connection on your smartphone or tablet..

With the app, you can:
 Remotely switch the device on and off
 Gradually adjust the heat from 0 to 100%
 Set a timer that automatically switches the device off
 Adjusting the speaker volume
 Adjusting the colour and brightness of the LED lighting
 Set the sensitivity of the overload safeguard
 Set multiple heaters individually
 Protect your app control with a password

Turning on the speakers and establishing the Bluetooth connection
Hold down the speaker button on the remote control for four seconds to turn on the speakers and
Bluetooth. Before using for the first time, select the volume function of the HEAT AND BEAT heater on
your tablet or smartphone via Settings > Bluetooth. Now, when you use your smartphone or tablet to
play music (or news, a film, your phone etc) the sound will come from the HEAT AND BEAT heater
speakers. The Bluetooth connection can cover a maximum distance of up to 20 metres.

Adjusting the colour and brightness of the LED lighting
The LED lighting is intended as atmospheric lighting. adjust the light strength using the + and - keys on
the app. You can also use the app to set a colour,  for the lighting and select constant light (smooth) or



light that flashes with the music (beat).
Overload safeguard
The Liangdi HEAT AND BEAT heater has the option of a overload safeguard that switches the device off
if it is overloaded in any way. The overload safeguard can be activated with the app and the sensitivity
can then be set on a sliding scale. When the device is supplied from the factory, the overload safeguard
is off. Once the overload safeguard has been activated, it can be operated via the remote control or
manually. If the overload safeguard has switched the device off, the red light at the reception point will
blink. Check to ensure that the device has not been damaged. If everything is ok, you can restart the
device by:
 Using the remote control to switch the device off and then on again
 Switching it off and on again using the switch, and then selecting the desired output using the reset

button (remote control)
 Switching the device off and on again with the app

Cleaning
This heater consists of a robust and maintenance-free aluminium casing with a safety grill.  Before
cleaning remove the plug from the power outlet and wait until the heater is sufficiently cooled off. Wipe
the heater only with a clean and lint-free cloth or a soft brush. Never use abrasive cleaners, scrubbing
brushes and chemical cleaners for cleaning. Never use flammable cleaners such as benzene or spirits.
Give  the  heater  time  to  dry  before  you  use  it  again.  To  protect  against  electrical  shock  and
endangerment of life, do not immerse the cord, plug or any part of the heater in water or other liquid.

Maintenance
There are no user serviceable parts inside the Liangdi HEAT AND BEAT infrared heater. The heater is
sealed properly (IP65) and should not be opened by not-qualified persons. The lamp has an expected
lifetime of 8,000 working hours and in normal circumstances it will not be necessary to replace it. 

Service
Repairs must be carried out by authorised specialists (dealer or electrician), thus ensuring electrical
safety.  The  warranty  does  not  cover  damage  or  failure  which  are  the  result  of  self-repairs  or
alterations,  accident,  misuse,  abuse,  neglect  or  improper  maintenance.  In  line  with  their  policy  of
continuous  product  development  we  reserve  the  right  to  change the  product  and  documentation
specifications without notice.

Disposal
This  product  may  be  disposed  of  as  ordinary  household  waste.  Old  equipment  contains  valuable
materials, suitable for recycling. Alternatively, contact the original supplier, who can make sure that as
many of the components as possible can be recycled.

SPECIFICATIONS
Type Liangdi HEAT AND BEAT heater 
Voltage 220/240V - 50Hz 
Capacity 33-50-65-80-90-100% of 2000 W 
IP Protection Rating IP65 
Remote control Yes
App control Yes
Bluetooth coverage ≥ 20m 
Speaker capacity 2 x 3W 
Dimensions 74 x 13 x 13,5 cm 
Weight 3,9 kg 



CE declaration

Herewith declares the signer
Liangdi Group, No.1 Weishanhu Road, Xixiashu, Xinbei, Changzhou, Jiangsu, China
that the products written below:
Infrared heater 
known under the brand
Liangdi, type HEAT AND BEAT heater
agrees with the demands of the subjoined standards:

LVD 2014/35/EU:
EMC 2014/30/EU:
EN 60335-1:2012+A11
EN 55014-1:2006+A1+A2
EN 60335-2-30 :2009+A11
EN 55014-2:2015
EN 62233 :2008
EN 55032:2015
EN 60065 :2014
EN 55020:2007+A11
AfPS GS 2014:01
EN 61000-3-2 :2014
EN 61000-3-3 :2013
R&TTE 1999/5/EC :
RC-6S-838336

EN 300 328 V1.9.1:2015
R&TTE 1999/5/EC:
EN 301 489-1 V 1.9.2:2011
EN 55014-1:2006+A1+A2
EN 301 489-17 V2.2.1:2012
EN 55014-2:2015
EN 62479 :2010
EN 55032:2015
EN 60335-1 :2012+A11
EN 55020:2007+A11
EN 60335-2-30 :2009+A11
EN 61000-3-2 :2014
EN 60065:2014
EN 61000-3-3 :2013

Jiangsu, China, 23-02-2017
Art.nr. 83.833.6

Liangdi Group
No.1 Weishanhu Road, Xixiashu, Xinbei, Changzhou, Jiangsu, China
E-mail: sales@liangdigroup.com


