
Quick Start Guide
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Intelligent Gimbal for Camera

Accessories

 TIPS
· Please install the camera and balance it before power on the gimbal.
· Please do not touch tilt motor and gears to avoid gripping. 
· When the battery is low, please charge the battery. 
· When not in use, power off the gimbal and then remove the batteries.

1 Charging

          Please fully charge the dedicated battery before power on the gimbal for 
           the first time. Please choose the suitable charger when quickly charging.

(1) Charging for the gimbal: Using USB 2.0 to Type-C cable to charge the 
dedicated battery, support 5V/3A input. 
(2) Charging for the remote control: Using USB 2.0 to Micro cable to charge 
the remote control, support 5V/3A input.

Open the rubber cover
Connect the USB 2.0 to
Micro cable

Remote Control

Connect the USB 2.0
to Type-C cable

Dedicated Battery

Position lock

Max. Tilting Range
Max. Panning Range
Tilting Speed
Panning Speed
Theoretical Battery Life for Gimbal
Weight

Payload
Adapted cameras

120°
360°
8°/s  ~140°/s
12°/s  ~ 165°/s
5.5h
Gimbal 1340g ( Including Battery )
Remote Control 316g ( Including Battery ) 
3500g ( After Balancing )
Some of the camera like Canon, SONY, Panasonic and etc. 
( Please download the detailed manual for the specific 
compatible camera and lens )

SpecificationsBattery Installation
Install the battery: Push the battery in along the slot ①, and after that, the 
battery lock ② will  rebound to prevent battery from falling.

Remove the battery: Unlock the battery lock ② and pull the battery out.
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4 Camera installation and balance

②

In order to get ideal shooting, please balance the gimbal before using. And the 
gimbal with perfect balance will have longer battery life.

TIPS
· Make sure the battery and memory card are loaded before camera installation.
· Before balancing the gimbal, the lens cover should be removed from the 
    camera and the memory card needs to be inserted to the camera to complete 
    all the cable connections to ensure that the camera is ready for shooting.
· During balancing the gimbal, make sure the camera is power off and the gimbal 
    is turned off. 
· If add accessories after the balance is completed, please re-balance.

①
②

①

5 Power on/off

(1) Gimbal:
Install the dedicated battery and long press the power button and release it 
when the battery indicator and function indicator turn on together and hear 
the tone. Long press again to power off.

(2) Remote Control:
Long press the power button, release it when the touch screen shows          . 
Long press again to power off.

Power Button

Remote Control

Function IndicatorBattery Indicator

Power Button

Dedicated Battery

⑤
④

③
⑦①

Camera

⑥

| Product overview    

3/8 inch Thread Hole

* The product is NOT included the camera. 
   Scan QR code and download detailed manual for more information.

Camera Control USB Port

UART2  USB Port
UART1  USB Port

Type-C Port
 for Camera

Position Lock

Arca quick release plate

Thumb Screw

Tilt Motor
Battery Lock

Gear

High Accuracy
Bubble Level

Tripod

Pan Gear Plate

Lens Holder
Thumb Screw
Quick Release Plate

Thumb Screw

Battery Indicator 
Dedicated Battery

Power Button

Pan Motor

Gimbal

USB 2.0 to Mini
(B01)×1

USB 3.0 to Micro 3.0
(A02)×1

USB 2.0 to Type-C
(C01)×1

USB 2.0 to Micro
(A01)×1

Dedicated Battery
×1

DC 2.5mm(Panasonic 
Shutter Cable)×1

Tripod×1Type-C to Multi
(Sony Shutter 

Cable)×1

Arca Quick Release
Plate×1

Quick Release Plate
×1

Guilin Feiyu Technology Incorporated Company

For more information, please visit our official website

E-mail:  service@feiyu-tech.com Tel:  +86 773 2320865 

www.feiyu-tech.com

Due to software and hardware improvements, your actual product might differ from the descriptions 
and pictures in this user manual. You can get the latest user manual from the official website.

Remote Control

Power Button
Long Press: Power on/off
Short Press in home page: Lock/unlock screen
Short Press in other pages: Return to home page

Capturing/Recording Button
Single Tap: Take photo 
Long Press: Start/stop recording

Battery Level

Pan Axis
High Sensitivity
Low Sensitivity

Current Mode
Pan Mode
Lock Mode
Tilt Axis

FAST

MODE
HF
LK
Tilt
Pan

SLOW

M O D E

FA ST

1 1 2 °

1 0 0 °

T i l t

Pa n

T i l t

Battery Level of Remote Control
Remote Control Connection

Screen Lock Status
Camera Connection

Touch Screen

 Touch Screen

Knob
Turntable

Function Button

Capturing/
Recording Button

Micro USB Port

Trigger Button

Handle

Power Button

| Quick Start Guide Please read the information before using the gimbal.

Unlock / Lock

There is a position lock on the tilt axis, which is convenient for locking the 
position, installation, storage. 

2

Unlock the gimbal before powering on it.

 
Step 3: Install the arca quick release 
plate on the quick release plate, and 
tighten the arca quick release plate 
safety lock ③. Install the lens holder ④ 
and tighten the thumb screw ⑤ to hold 
the lens firmly.

Step 4: Unlock the position lock ①, 
and loose the thumb screw ⑥. Slide 
the slide arm ⑦ to balance, and 
tighten the thumb screw ⑥ after the 
balancing is completed.

Step 1: Keep the gimbal horizontal as 
the figure shows, then lock the position 
lock ①. 

Step 2: Mount camera on Arca quick 
release plate ②, and tighten it.

If the camera can stay stable after moving 
your hand away, which means balanced.

Scan the QR code to get the latest user manual or download it from 
the official website

Detailed Manual

https://www.feiyu-tech.com/qing/


