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Product Ordering

PRODUCT SPECIFICATIONS

Updated 13-01-2020

IMAGE PART NUMBER

HV9105-ZB-RGBW

IP RATING

DIMENSIONS

Zigbee RGBW LED Receiver

IP20
INDOOR

USE ONLY

OPERATING INSTRUCTIONSCOMPATIBLE WITH

SAMPLE INSTALLATION DIAGRAM

• HV9101-ZB-5C
• HV9101-ZB-RGBWTP
• HV9102-ZB-RGBWREM

** See Warranty Terms and Conditions for more information

1/R-

L
E

D
 O

U
T

P
U

T

2/G-

3/B-

4/W-

Program Key: short press to switch on/off load, press and hold down to increase/decrease 

light intensity

Note: W channel can only be controlled through color temperature control command 

since Zigbee only has tunable white control. Color temperature control will mix RGB 

channels as 1 channel white and then make color tuning with the 4th channel white. 

Input Voltage Output TypeOutput Current

12-36VDC Constant voltage240-720W4CH, 5A/CH

Output PowerNo.

1

Dimension (LxWxH)

170x53.4x28mm

12-36VDC Input

Common Anode output (+)
CH 1 (R) output (-)
CH 2 (G) output (-)
CH 3 (B) output (-)
CH 4 (W) output (-)

ZigBee RGBW Receiver

Prog.

Product Data

< 10cm

Zigbee

Remote
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AC Power
50/60Hz

12V/24V/36V 

CV PSU
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ZigBee RGBW Lighting Device

Prog.
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TouchLink to a Zigbee Remote
Step 1: Method 1: Short press “Prog” 
button (or re-power on the device) 4 
times to start Touchlink commissioning 
immediately, 180S timeout, repeat the 
operation. 
Method 2: Re-power on the device, 
Touchlink commissioning will start after 
15S if it’s not added to a zigbee network, 
165S timeout. Or start immediately if it’s 
already added to a network, 180S timeout. 
Once timeout, repeat the operation.

Step 2: Bring the remote or touch panel within 10cm of the lighting device.

Step 3: Set the remote or touch panel into Touchlink commissioning, 

please refer to corresponding remote or touch panel manual to learn how.

Step 4: There shall be 

indication on the 

remote for successful 

link and connected 

light will flash twice.  

Note: 1) Directly TouchLink (both not added to a ZigBee network), each device can link with 1 remote. 

2)  TouchLink after both added to a ZigBee network, each device can link with max. 30 remotes.

3)  For Hue Bridge & Amazon Echo Plus, add remote and device to network first then TouchLink.

4) After TouchLink, the device can be controlled by the linked remotes.

Material: Plastic 

Colour: White

LED Strip Type: RGBC + RGBW

No. of Channels: 4

Input Voltage: 12v DC or 24v DC 

Output Signal: 2.4Ghz

Output Power: 4CH x 5A (240w or 480w) 

Transmitting Range: Up to 30m 

IP Rating: IP20

Dimmable: Yes (0.1% - 100%) 

Warranty: 2 Years Replacement**




