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PREPARATION: Clean surfaces before application. 

COVERAGE: Approximately 3 sq. ft. per 1/8” thick. 

APPLICATION: Can be used between 0 °F and 110 °F, but works best above 40 °F. If used in cool temperatures, 
store product in heated room before using. Use in well ventilated area. Apply with paint brush, trowel or putty 
knife. Do not apply over 1/4” thick. Tool finish within 5 minutes of application. Sealant dries to the touch within 
1 hour and cures in 3 - 5 days @ 77 °F & 50% relative humidity. Cool temps, thick films and poor airflow will 
delay cure time. DO NOT THIN. Do not use on any polystryrene insulation / products. Do not use in areas 
where food is processed or stored. This product is neither tested nor represented as suitable for medical or 
pharmaceutical use, food applications or confined spaces. 

STORAGE & HANDLING PRECAUTIONS: Protective clothing, gloves, and eyewear should be used during 
application. Store at temperatures between 40 °F to 110 °F. Rotate inventory and store in a well-ventilated 
area. Stack cartons upright with the nozzle tips up. Do not store within four (4) feet of ceiling. 

CLEAN-UP: Clean tools with Xylene or Toluene.

WARRANTY AND DISCLAIMER: This product is warranted to give satisfactory results when our directions 
are followed in its use and application, for a period of twelve (12) months from the date of purchase. In no 
event however shall the manufacturer be liable for an amount in excess of the purchase price of the product 
used. If not satisfied, return to place of purchase for a refund.

Thermoplastic Elastic Sealant
Super Clear

0294

AVAILABLE SIZES
 PRODUCT CODE  UNIT SIZE  UNIT DIMENSIONS FILL LEVEL  UNIT WEIGHT  PACK  UPC 
 0294-GA  1 qt.   3.75” x 5.375” x 3.75” 32 oz / 946 mL  2.1 lbs.  4 025056029447

Gardner® SUPER CLEAR is a thermoplastic sealant that provides a tough, flexible, waterproof repair to stop 
leaks. It is extremely versatile product and has tremendous adhesion to most building materials. The cured 
seal is extremely durable, elastic, UV stable and 100% waterproof. Stops water, moisture and air leaks. Use 
on most projects including; roofs, gutters, siding, doors, windows, RV’s, HVAC, PVC, fiberglass, masonry, 
stone and metal.


