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ROOF TOP TENT INSTRUCTIONS 

 
 
 

Packing List 

 

Visit www.offroadinggear.com/pages/tents for more information on 
installation. 
 
Designed for casual camping trips or for the true outdoorsman, Offroading Gear 
Roof Top Tents remove the hassle of finding a flat dry location or spending 
extensive time setting up your tent. Mother nature is no match for our sturdy 
weather tight tents. Sleep safe and sound above mud, rocks, dirt, critters 
and never wake up in a pool of water again. Wake up feeling fresh and alive after a 
good night’s sleep on a high-density foam mattress standard in each tent. 
 
Our tents are designed to fit almost any car, SUV, or truck provided you have a 
roof rack. It is not required to have a 4WD vehicle. However, you must check that 
the roof load rating of your vehicle is sufficient. With most cars this is not an issue 
but check to be safe.  
 
All Offroading Gear Roof Tents come with a flexible mounting system that adjusts 
to the distance of your roof racks and gives you the choice of direction you would 
like the tent to open to. The actual connection between the tent and roof racks is 
made by sliding mounting plates and bolts. 
 
Precautions 

1. Do not drive with the tent open. 
2. Check the mounting bolts before, during, and after each trip to make sure 

they are securely fastened as they may become loose. 
3. To avoid damage to your roof top tent or car and considering general 

safety, we do not recommend to exceed a speed limit of 110km/h. 
4. Follow the instructions on the ladder.  
5. Max loading capacity of the tent: 750 lbs. 
6. Allow the tent to dry after each trip. Do not pack a wet tent. 
7. Do not pitch the tent near a camp fire or any other flame source. 
8. Do not use candles, matches or any other flame source in or near the tem 
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Installation Instructions 
 

1. Open the tent and take out all accessories. 
2. Fix the aluminum bars under the tent base on top of the bolts as shown below if you are mounting the tent to be opened from the side (the most popular opening position). 

The direction of the mounting bars will need to be reversed if opening from the back. 
 

 

 
  

 
3. Fix the ladder hinges under the tent base on top of the bolts for it as shown below. Attach the ladder and secure with the included bolts. Do not over-tighten these bolts. 

(Note, pictures may vary slightly from your tent model). 
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4. Slide the top and the bottom of the travel cover into the channels of the tent base as shown below. 

 
5. Close the travel cover with the zippers and fasten all the straps. 
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6. Remove the bottom plate of the 4 mounting brackets as shown below. Slide the nut and the top  mounting plate into the channels of the aluminum mounting bars. With the 
help of another person, lift the tent on to your roof rack and position it on your roof rack rails as shown below. Secure the bottom plate of the mounting bracket under your 
roof rack rail. Tighten the bolts.  
The mounting plate should slightly bend around your rack. It is critical to check the tent before, during and after each trip that it is securely in place 
 

 
 

Congratulations, your tent is mounted and ready for use.  
 
 

  

http://www.offroadinggear.com/


WWW.OFFROADINGGEAR.COM | QUESTIONS@OFFROADINGGEAR.COM 

Opening and Operating the Tent 
 

1. Open the travel cover by unzipping it and unfastening the straps. Extend the ladder. 

 
2. Open the tent by dragging the ladder and adjusting the ladder to a suitable position. 

 
3. Using the wire pegs, attach them into each window as shown below. 
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