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The window size varies on the amperage:
: nside Diameter side Diameter ickness ead Leng poroval
‘“‘mperagselzi”“'r‘”d“‘“ Inside Diamet Outside Diamet Thickn Lead Length Mms“ﬁ"&fgjg‘fanada UL/ CSA A | RF Notes
10000.08A-05 0.5" (12.7 mm) 1.7 211" (27 .94mm}) 079" (20.06mm) Gft. AE-2485 (UL2808, File E515601) 125
100:0.08A- 05" 0.5" {127 mm) 117 % 1.1" (27.94mm) 0.79" (20.06mm) &it. AE-2028 CSA- only with the meter 1.25
X o i : it UL
20000 1A - 075 075" (19.5mm) 1.97 (48_26mm) 0.68" (17 27mm) it AE-2488 (UL2808. File E515601) 1.25
200001A-0.75 0.75" (19.5mm) 1.97 (48_26mm) 0.68" (17.27mm) Git. AE-1882 CSA- only with the meter 125
: .. - ; = " UL For Triacta and
200:0.08A-075 0.75" {19.5mm) 1.97 (48_26mm) 0.68" (17 27mm) &t AE-2585 (ULZ808. File E515601) 125 Sieco-Tech Meters
] : i " { i uL
400:0.1A- 1.68 1.68" {42 67mm) 278" (70.61mm) 0.8" (20_32mmy) it AE-2565 (UL2808. File E515601) 125
400:0.1A - 1.687 1.68" {42 67mm) 278" (7T0.61mm) 0.8" {20.32mm) Git. AE-1879 CSA- only with the meter 125
: " " o s UL
G00:0.1A - 3.54 3.57 (88.9mm) 4.7 119.38mm) 0.86" (21.84mm) Git. AE-2566 (UL2808, File E515601) 125
G00:0.1A- 35 3.5" (88.9mmnn) 4.7 119.38mm) 0.86" (21.84mm) it AE-1880 CSA- only with the meter 125
N " i g “ 5 Use only over
800:0.1A 3.5" {88 8mm) 4.7"119.38mm) 0.86" (21.64mm) &1t AE-2565 1.25 icilatad conducdons:
200:5-0.75™ 34" {20 mm) 2" {50mm) 0.6" {15mm) 21t AE-1368 rev.1 C/US UL recognized
40054 -15" 11427 (40mm) 3 1727 (90mm) 0.9" {(25mm) 21t AE-1180 CSA & UL recognized
600:5A - 3.25" 3147 (B5mm) 278" (70.61mm) 56" % 5.6 (14.3mm) MO Leads T-188 CSA & UL recognized
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