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2 Piece Tube Plug (Ring & Pin) 
JRRT8 

 
 
 
 
 
 
 
 
Application 
For permanent sealing/plugging of leaky tubes in condensers and heat exchangers. Can be 
used to plug tubes or tube sheets.  
 
Available sizes 
Plug is available in sizes ranging from 1/4” OD to 1-1/2” OD. All gauges (BWG) are available. 
Larger plugs can be made as requested. 
 
Tube Plug Type 
Robinson offers two types of tapered metal tube plugs. Our JRRT9 style is a shorter drive in 
plug with al OAL of 1.860”. Our JRRT26 style plugs is slightly longer with an OAL of 2.750”.  
 
Specifications 

 A solid metal plug with taper, which allows one plug to fit a variety of different gauge tubes. 

 One piece tapered tube plugs available in Brass, Naval Brass, Stainless Steel 304, 316, 
317, & 416, Titanium, Alloy 20, Cupro Nickel 70/30, 90/10, Chrome Moly, Monel, Hastelloy, 
Inconel, 800H (Incoloy), Aluminum, Neoprene, Silicone & Tantalum. 

o Tapered tube plugs are also offered in other materials other than metals, such as: 
Buna, Fiber, Neoprene, Silicone, and Phenolic. 

 Special Materials and custom sizing made to your specifications upon request. 

 One piece plugs allow for easy and safe installation. Plugs are hammered in and have the 
option of being welded in place. 

 
Storage Instructions 
Keep plugs out of direct sunlight and store in a cool, dry area. Plugs have a long and 
indeterminable shelf life. 
 
How to Install 
1. For the best seal insert plugs into clean, dry tubes. 
2. Place small end of plug into tube (or tube sheet). 
3. Drive plug into tube with light hammer blows. Option of welding plugs into place. 
 
Additional Tools 
Hammer 
 
When Ordering 
Have the outside diameter (OD) and gauge (BWG) or inside diameter (ID) of your tubes, tube 
material, and quantity of tube plugs needed. Tube plug and tube material should always match. 
*One leaking tube needs two plugs; one for each end. 
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2 Piece Tube Plug (Ring & Pin) 
  

O.D. 
(MM) 

GAUGE 
I.D. BRASS STEEL 

DEC  MM RING PIN RING PIN 

5/8" 
 

(15.8) 

13 .435 11.05 JRRT8B445 3BP JRRT8S445 3SP 

14 .459 11.66 JRRT8B469 3BP JRRT8S469 3SP 

15 .481 12.22 JRRT8B488 3BP JRRT8S488 3SP 

16 .495 12.57 JRRT8B502 4BP JRRT8S502 4SP 

17 .509 12.93 JRRT8B517 4BP JRRT8S517 4SP 

18 .527 13.39 JRRT8B532 4BP JRRT8S532 4SP 

19 .541 13.74 JRRT8B550 4BP JRRT8S550 4SP 

20 .555 14.10 JRRT8B559 4BP JRRT8S559 4SP 

21 .561 14.25 JRRT8B564 4BP JRRT8S564 4SP 

22 .569 14.45 JRRT8B570 4BP JRRT8S570 4SP 

3/4" 
 

(19.0) 

12 .532 13.51 JRRT8B542 4BP JRRT8S542 4SP 

13 .560 14.22 JRRT8B570 4BP JRRT8S570 4SP 

14 .584 14.83 JRRT8B591 5BP JRRT8S591 5SP 

15 .606 15.39 JRRT8B614 5BP JRRT8S614 5SP 

16 .620 15.75 JRRT8B630 5BP JRRT8S630 5SP 

17 .634 16.10 JRRT8B642 5BP JRRT8S642 5SP 

18 .652 16.56 JRRT8B657 5BP JRRT8S657 5SP 

19 .666 16.92 JRRT8B672 5BP JRRT8S672 5SP 

20 .680 17.27 JRRT8B685 5BP JRRT8S685 5SP 

21 .686 17.42 JRRT8B690 6BP JRRT8S690 6SP 

22 .694 17.63 JRRT8B695 6BP JRRT8S695 6SP 

7/8" 
 

(22.2) 

12 .657 16.69 JRRT8B670 5BP JRRT8S670 5SP 

13 .685 17.40 JRRT8B695 6BP JRRT8S695 6SP 

14 .709 18.01 JRRT8B719 6BP JRRT8S719 6SP 

15 .731 18.57 JRRT8B740 6BP JRRT8S740 6SP 

16 .745 18.92 JRRT8B752 6BP JRRT8S752 6SP 

17 .759 19.28 JRRT8B765 6BP JRRT8S765 6SP 

18 .777 19.74 JRRT8B782 7BP JRRT8S782 7SP 

19 .791 20.09 JRRT8B793 7BP JRRT8S793 7SP 

20 .805 20.45 JRRT8B809 7BP JRRT8S809 7SP 

21 .811 20.60 JRRT8B809 7BP JRRT8S809 7SP 

22 .819 20.80 JRRT8B820 7BP JRRT8S820 7SP 

1" 
 

(25.4) 

12 .782 19.86 JRRT8B790 7BP JRRT8S790 7SP 

13 .810 20.57 JRRT8B820 7BP JRRT8S820 7SP 

14 .834 21.18 JRRT8B844 7BP JRRT8S844 7SP 

15 .856 21.74 JRRT8B863 7BP JRRT8S863 7SP 

16 .870 22.10 JRRT8B880 8BP JRRT8S880 8SP 

17 .884 22.45 JRRT8B890 8BP JRRT8S890 8SP 

18 .902 22.91 JRRT8B907 8BP JRRT8S907 8SP 

19 .916 23.27 JRRT8B918 8BP JRRT8S918 8SP 

20 .930 23.62 JRRT8B934 8BP JRRT8S934 8SP 

21 .936 23.77 JRRT8B937 8BP JRRT8S937 8SP 

22 .944 23.98 JRRT8B945 8BP JRRT8S945 8SP 
 


