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Lightweight Tactical Grip (LTG)

Introduction

Firearm Safety

Instructions

BEFORE YOU GET STARTED  

IMPORTANT: This product is engineered to work with AR15 rifles and related 
variants with the same grip mounting specifications. Do not attempt to ret-
rofit your LTG Lightweight Tactical Grip for any other firearm, which will void 
the related factory warranty.

WARNING - Verify your firearm is unloaded prior to beginning installation. 
Make both visual and touch verification that the firearm is unloaded. Seek 
services of a licensed gunsmith if you not feel comfortable  or competent to 
safely install this product.

HELP WITH THIS PRODUCT  

IMPORTANT! DO NOT RETURN PRODUCT TO STORE!  
If you are having problems, please contact Adaptive Tactical at 208-442-
8000 or visit our website at www.adaptivetactical.com.

Customer Service / Warranty

WARRANTY / DISCLAIMERS  
Improper use or installation of Adaptive parts, including but not limited to, 
attachment hardware or any other supplied part or accessory will void the  
warranty for this product. 

Except for defects in materials or workmanship, your Adaptive product is sold 
“AS IS” and “WITH ALL FAULTS.” 

To the extent allowed by law, Adaptive specifically disclaims any expressed or 
implied warranties, including but not limited to warranties of merchantability 
and fitness for a specific purpose, or for compatibility with your specific firearm. 
We disclaim any responsibility for damage or injury that may result from any 
modifications or changes that are NOT part of the Adaptive product as delivered 
from the factory.

IMPORTANT  
Before handling the firearm with this product attached, read and understand the 
entire contents of your firearm manual and instructions, especially the safety 
precautions and procedures for safe firearms handling. Always practice safe 
firearms handling techniques. Failure to comply with correct safety precautions 
and safe firearms handling techniques can result in serious injury, damage to 
property or death. 

Never point the firearm at anything or anyone that you don’t intend to shoot. 
Always keep your finger outside the trigger guard and off the trigger until ready 
to fire. Always verify that the chamber of the firearm is empty or “clear” before 
attempting to install or remove this product. Follow the cleaning procedures as 
set forth in the manual of your firearm. Always remove this product from the 
firearm when performing maintenance or cleaning.

1. REMOVE EXISTING GRIP  
 Turn rifle upside down, remove 

any grip caps to expose mounting 
hardware.Remove existing grip 
hardware per firearm owners 
manual. Take caution not to lose the 
fire control selector spring safety 
detent parts held in place by the 
grip. Remove spring, leaving the 
detent in position.

2. POSITION NEW LTG GRIP  
 Confirm selector detent is in the 

receiver and insert selector spring 
in the small corresponding hole 
located on the top of the grip. 
Position grip onto lower receiver. 
Fit may be snug. Confirm selector 
spring engages the receiver hole 
without binding.

3. INSTALL NEW GRIP  
 Using a 3/16" hex wrench, install 

the supplied hex cap bolt and 
washer up into the grip cavity and 
through the top round hole in the 
grip. Being careful not to cross 
thread the bolt, hand tighten to 
receiver. Temporary thread lock-
ing compound may be applied to 
bolt threads to prevent loosening.

4. VERIFY INSTALL  
 IMPORTANT: Prior to live fire use, 

test safety selector function and all 
mechanical functions. Refer to your 
firearm owner’s manual to confirm 
proper firearm function. In a safe 
environment and prior to field use, 
test fire your firearm to ensure cor-
rect reassembly.

IMPORTANT: These instructions must be read in their  
entirety PRIOR TO BEGINNING THE INSTALLATION.  

Failure to do so may result in damage to your firearm and  
product, and WILL VOID YOUR PRODUCT WARRANTY.
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