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Stock-Mounted Shell Carrier

Introduction

Firearm Safety

Instructions
BEFORE YOU GET STARTED  

IMPORTANT: This product is designed for use with the designated shotgun 
as noted on the packaging. Do not attempt to retrofit your shell carrier for 
any other firearm, which will void the related factory warranty.

CLEANING 

To clean webbing components, wipe down with soapy water, rinse, and let 
air dry. Avoid using solvents on any polymer components.

WARNING - Verify your firearm is unloaded prior to beginning installation. 
Make both visual and touch verification that the firearm is unloaded. Seek 
services of a licensed gunsmith if you not feel comfortable  or competent to 
safely install this product.

HELP WITH THIS PRODUCT  

IMPORTANT! DO NOT RETURN PRODUCT TO STORE!  
If you are having problems, please contact Adaptive Tactical at 208-442-
8000 or visit our website at www.adaptivetactical.com.

Customer Service / Warranty

WARRANTY / DISCLAIMERS  
Improper use or installation of Adaptive parts, including but not limited to, 
attachment hardware or any other supplied part or accessory will void the  
warranty for this product. 

Except for defects in materials or workmanship, your Adaptive product is sold 
“AS IS” and “WITH ALL FAULTS.” 

To the extent allowed by law, Adaptive specifically disclaims any expressed or 
implied warranties, including but not limited to warranties of merchantability 
and fitness for a specific purpose, or for compatibility with your specific firearm. 
We disclaim any responsibility for damage or injury that may result from any 
modifications or changes that are NOT part of the Adaptive product as delivered 
from the factory.

IMPORTANT  
Before handling the firearm with this product attached, read and understand the 
entire contents of your firearm manual and instructions, especially the safety 
precautions and procedures for safe firearms handling. Always practice safe 
firearms handling techniques. Failure to comply with correct safety precautions 
and safe firearms handling techniques can result in serious injury, damage to 
property or death. 

Never point the firearm at anything or anyone that you don’t intend to shoot. 
Always keep your finger outside the trigger guard and off the trigger until ready 
to fire. Always verify that the chamber of the firearm is empty or “clear” before 
attempting to install or remove this product. Follow the cleaning procedures as 
set forth in the manual of your firearm. Always remove this product from the 
firearm when performing maintenance or cleaning.

INSTALLATION  
. Verify your firearm is unloaded. With shotgun pointing in a safe direction and 

fingers outside trigger guard, open bolt and confirm (visually and by touch) 
that chamber is empty.

2. Unfasten all hook-and-loop straps, removing narrower strap from polymer 
ring. Open shell carrier and lay on flat surface. Position rear stock over half of 
shell carrier. Note: Shell carrier should be positioned in horizontal orientation 
and facing outward away from the stock and shooter’s face.

3. Position and hold “V” elastic strap over the top of the stock. Wrap narrower 
hook-and-loop strap under the stock and thread through polymer ring. 
Tighten downward and reattach hook-and-loop strap. Adjust tightness and 
alignment according to stock type and size. Note: End of narrower hook-and-
loop strap may need to be contained underneath removable shell carrier 
panel on opposite side of stock.

IMPORTANT: These instructions must be read in their  
entirety PRIOR TO BEGINNING THE INSTALLATION.  

Failure to do so may result in damage to your firearm and  
product, and WILL VOID YOUR PRODUCT WARRANTY.

4. Once position of shell carrier and straps are finalized, secure in place by fold-
ing end of wide strap back over smaller straps.


