
  

 Model # 22-9908 

Parts List 

Qty Name 

1 All-Terrain Cart Frame 

2 Mag-Lite Wheel 

2 Cam Buckle Strap Set 

4 Bunker Bar Locking Pin 

with Tether 

Holds up to 300 lbs. 

All-Terrain Airless Cart 

Tools Needed :   Adjustable Wrenches (2) 

1. Rotate the 2 Bunker Bars to a vertical position on cart frame.  

Use the 4 Bunker Bar Locking Pins w/Tether  to hold Bunker 

Bars in place during the assembly process.  Then turn cart 

upside down for wheel assembly. 

2. Remove Serrated Flange Nut  from wheel axle (opposite side 

of the Black Knob). 

3. Rotate Inner Wheel Guard up, and insert wheel axle through 

tab.   Secure with the Serrated Flange Nut . Tighten Serrated 

Flange Nut  with wrench while using 2nd wrench to hold 

nuts on the other side of the metal tab. 

4. Undo Black Knob from wheel axle.  Rotate inner wheel guard 

(with wheel) and outer wheel guard so the axle passes 

through hole in tab of the Outer Wheel Guard.   

Re-attach Black Knob onto axle and tighten fully by hand. 

5. Repeat on other side then turn cart over and flip the kick-

stand down for balance to complete cart assembly.  Note: 

the kickstand is purposely shorter than the wheel allowing 

the cart to tilt. 
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6. 

 

7. Adjust padded Bunker Bars to the width that fits 

the hull of your boat.  There are 5 adjustment 

holes (2 on cart tab & 3 on bunker bar)  giving 

Bunker Bar spacings of 9”, 11”, 13”, 19” or 20”. 

Turn your boat upside down and place the cart 

near the center of the boat.  Now adjust the Bun-

ker Bars as shown in 7A and 7B. 

 

7A. Select one of the two holes in the tab on the cart 

frame.  Use this same hole for all four connection 

points. 

7B. Select one of the three holes in the bunker bar lin-

ing it up with the hole in the tab.  Use this same 

hole for all four connection points.  The locking 

pins are secured to the cart frame by the tether.   

 

 

 

 

 

 

Insert locking pins in appropriate holes to secure bun-

ker bars in use position.    

7A 7B 
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Care 
Rinse cart after each use to remove sand, salt & mud 

or 
Visit Suspenz.com 

All-Terrain Cart page 
*QR code reader app required 

Scan* to see Video 
Instructions for  
Loading a Center cart 

Storage 
Cart folds flat for storage by removing (by hand) the 

outer Black Knob  from each wheel, then folding 

wheels inwards.  Put knob back on axle. 

1. Position the cart next to the center of the boat 

with the kickstand down.  Angle the cart at 

about 15 degrees to the boat (see video for  

demonstration of loading a center cart) 

 

 

 

 

 

 

Note:  The kickstand is designed to be shorter than 

the cart so the cart tilts as shown.  This allows for 

easy retraction of the kickstand without it hanging 

up on the ground. 

 

 

 

 

 

 

2. Lift one end of the boat and pivot, setting it 

down on the Bunker Bars of the cart.   The cart 

will now  tilt so that  one end of the boat rests 

on the ground. 

3. Use the straps to secure the boat to the cart. 

4. Lift one end of the boat, kick the kickstand up 

and away you go! 


