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PRODUCT PROFILE
VULCAN ENGINE DRIVEN PUMP

BIA-MH10-2 - 809995

MH10-2

  RELIABLE HONDA GX PETROL ENGINE 
High quality motor to suit tough conditions 

  LIGHT WEIGHT CONSTRUCTION 
Carry with ease with ergonomic handle

  SELF-PRIMING PUMP 
Fitted with Viton mechanical seal

  MANUFACTURED IN AUSTRALIA 
Utilizing high quality parts

  APPLICATIONS  
Dust suppression 
Water transfer  
Tank filling 
De-watering

VULCAN 1" WATER TRANSFER PUMP
The MH10-2 1″ Water Transfer Pump is our lightest 
pump, weighing only 6.2kg. The reliable Honda GX 
petrol engine makes sure this little model will be able 
to handle rigorous use. This model is perfect for water 
transfer where lower pressures are acceptable. The 
MH10-2 is one of the lightest Honda powered water 
pumps for sale in Australia. It is perfectly suited for 
water tank filling, dewatering and flood irrigation, any 
task that requires a lightweight, reliable water pump. 
This self priming pump is fitted with a Viton mechanical 
seal as a standard supply.

   SPECIFICATIONS
Engine: Honda GX25TWAU
Starting System: Recoil
Fuel Tank Capacity: 0.58 L
Suction Size: 1”
Discharge Size: 1”
Max. Head: 33m
Max. Flow Rate: 130 L/min
Fuel Type: Unleaded Petrol
Dimensions (W x L x H):  
200 x 330 x 265 mm
Dry Weight: 6.2 kg
Self Priming: Yes


