
INSTALLATION INSTRUCTIONSINSTALLATION INSTRUCTIONS

Fender Armor

Passenger Plate

Driver Plate

Do not discard packaging until product has been successfully installed.

ASSAULT INDUSTRIES // 2753 MICHIGAN ROAD // MADISON, IN 47250 ASSAULTIND.COM

NEED ADDITIONAL HELP?
Check out our YouTube channel
Call us : (714) 799-6711
Monday - Friday: 8am-5pm
Email: sales@assaultind.com



ASSAULT INDUSTRIES // 2753 MICHIGAN ROAD // MADISON, IN 47250 ASSAULTIND.COM

TERMS AND CONDITIONS DISCLOSURE



3IN-FAP-P-RZRXP-002

Machines with SuperATV Full Skid Plates must remove Splash Guards; will not be reinstalled .

(Left)(Left)

FrontFront

remove Splash Guardsremove Splash Guards

remove hardware shown from Master Cylinderremove hardware shown from Master Cylinder



4IN-FAP-P-RZRXP-002

Use provided drill bit  and drill Use provided drill bit  and drill 
Ø5.5mm holes into Frame.Ø5.5mm holes into Frame.Driver PlateDriver Plate

stockstock

- Secure Driver Plate to Master Cylinder and Frame with hardware shown; tighten.
- Drill holes into Frame.

stockstock



5IN-FAP-P-RZRXP-002

- Secure Driver Plate with hardware shown; tighten.

3 each



6IN-FAP-P-RZRXP-002

Use provided drill bit  and drill Use provided drill bit  and drill 
Ø5.5mm holes into Frame.Ø5.5mm holes into Frame.

Passenger PlatePassenger Plate

- Secure Passenger Plate to Frame with hardware shown; tighten.
- Drill holes into Frame.

stockstock

Use provided drill Use provided drill 
bit  and drill Ø5.5mm bit  and drill Ø5.5mm 

holes into Frame.holes into Frame.



7IN-FAP-P-RZRXP-002

- Secure Passenger Plate with hardware shown; tighten.

5 each


