
Full Glass Windshield: for Kawasaki Teryx® KRX™

D Seal

Gasket

Windshield

- Keeping Windshield installed while transporting on an open air trailer is not recommended. Remove or secure with straps.
- Do not discard packaging until product has been successfully installed.

Double Seal

INSTALLATION INSTRUCTIONS

ASSAULT INDUSTRIES // 2753 MICHIGAN ROAD // MADISON, IN 47250 ASSAULTIND.COM

NEED ADDITIONAL HELP?
Check out our YouTube channel
Call us : (714) 799-6711
Monday - Friday: 8am-5pm
Email: sales@assaultind.com

Clamp x 4
(remove Covers and Bolts)

Upper Bracket - L

Lower Bracket - L

Upper Bracket - R

Lower Bracket - R
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TERMS AND CONDITIONS DISCLOSURE
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Upper Bracket - L

Lower Bracket - L

Upper Bracket - R

Lower Bracket - R

M6 Nut

M6 x 20mm

4 each

Install Brackets to Frame; tighten.
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Install Gasket to Frame; repeat for passenger side.

Install Double Seal to bottom of Frame.

(Passenger)

(Driver)

Install D Seal across top of Frame

To ease installation, soak Seals in hot water before cutting or installing to increase flexibility.
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Install Clamps to Frame.

Do not tighten.
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Place Windshield onto machine and secure with hardware shown.

Washer

4 each

M6 Nut

2 each

Frame to Cage

Frame to Clamps

M10 x 20mm

M6 x 20mm

Tighten all hardware.


