
Windshield

Half Windshield: for Can-Am Maverick R (2024+)

Clamp x 2

- Do not discard packaging until product has been successfully installed.
- Not recommended to keep Windshield installed while transporting on an open air trailer. Remove or secure with straps.
- This item is not returnable if the protective film has been removed.
- Test fit to the cage to confirm fitment before removing film.

Windshield Cleaning:
- Do not use Rain-X®, Plexus® or any other protector, wax, or polish.
- Do not use window cleaning fluids (Windex, 409, etc) or any solvents (gasoline, denatured alcohol, acetone, etc).
- Never use abrasive cleaners, abrasive pads, or gritty cloths.
- Do not use a windshield wiper blade or install a motorized windshield wiper
- Never use razor blades, scrapers, squeegees, brushes, etc.
1. Thoroughly rinse Windshield to float off dirt and mud.
2. Using a soft cloth, or microfiber cloth, clean Windshield with warm water and a gentle detergent. Baby shampoo, rubbing 

alcohol, or hand washing soap can also be used.
3. To prevent water spots, use a chamois to blot Windshield dry.

Spacer x 2

Bracket - R Bracket - L

INSTALLATION INSTRUCTIONSINSTALLATION INSTRUCTIONS

ASSAULT INDUSTRIES // 2753 MICHIGAN ROAD // MADISON, IN 47250 ASSAULTIND.COM

NEED ADDITIONAL HELP?
Check out our YouTube channel
Call us : (714) 799-6711
Monday - Friday: 8am-5pm
Email: sales@assaultind.com

BulbSeal

(remove Covers and Bolts)

Seal
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TERMS AND CONDITIONS DISCLOSURE
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- Install Spacer and Clamp to Windshield with hardware shown; do not tighten.

- Repeat for opposite end of Windshield.

Windshield

Spacer

Clamp

M6 x 20mm

3x

Bracket - R

M6 x 14mm

M8 x 14mm

- Install Bracket - R to Clamp and Windshield 
with hardware shown; do not tighten.
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To ease installation, soak Bulb Seal in hot water before cutting or installing to increase flexibility.

Install Seals to Windshield in locations shown.

bulb to face machine

Seal

Bulb Seal

Seal

Bulb Seal

Seal
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(passenger)(passenger)

(passenger)(passenger)

- Place assembly onto machine.
- Align to machine and tighten all hardware.

Bulb Seal to be in contact with Hood.Bulb Seal to be in contact with Hood.

previously removed Clamp previously removed Clamp 
Bolts and CoverBolts and Cover


