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Thank you and congratulations on the purchase of your 
Heat Storm Smart Heater

IF THE DIRECTIONS IN THIS MANUAL ARE NOT FOL-
LOWED, AN ELECTRIC SHOCK OR FIRE MAY RESULT 
CAUSING PROPERTY DAMAGE, PERSONAL INJURY OR 
LOSS OF LIFE.

DO NOT STORE OR USE GASOLINE OR OTHER FLAMMA-
BLE VAPORS AND LIQUIDS IN THE VICINITY OF THIS OR 
ANY OTHER HEATING APPLIANCE.

ANY REQUIRED SERVICE OTHER THAN FILTER MAINTE-
NANCE SHOULD ONLY BE PERFORMED BY AN AUTHO-
RIZED SERVICE REPRESENTATIVE.

Any other repairs attempted by anyone other than an au-
thorized service representative will void the warranty.

PLEASE READ THIS MANUAL BEFORE OPERATING THIS AP-
PLIANCE.

Safety & Awareness



Introduction

IMPORTANT INSTRUCTIONS
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SAVE THESE INSTRUCTIONS



Installation & Instructions

PRECAUTION:

• 

• 

• 
• 

• 

• 

• 

• 

• 

1. 



• 

1. Put the cable with 10 gauge internal wires into the cham-
ber through the hole on the top, the cable, connect L, N and 
Ground and hold by the cable by a clip inside the chamble.

• There are two positons from the ceiling are provided by choos-
ing the installation hole of the handle

• 3 facing angle can be choosen as followings

studs for sturdy installation



• Different facing angles are available by choosing the holes to 

Connect the power

1. Remove the connecting chamber cover by unscrewing 4 
screws

2. Put the cable with 10 gauge internal wires into the cham-
ber through the hole on the top, the cable, connect L, N and 
Ground and hold by the cable by a clip inside the chamble.



Operations & Controls
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Enjoy your new Heat 

If you have any ques-
tions or concerns, feel 
free to contact us at:

435-752-6611
cs@heatstorm.com



CONNECTING TO WIFI WITH AP MODE

Choose “AP pairing mode” in the Smart Life app to connect heater 



SELECTING CELSIUS AND FAHRENHEIT

SETTING THE TEMPERATURE

CHILD LOCK FEATURE

THERMOSTAT CALIBRATION



WARNING:

• 

• 

HEATING ELEMENT REPLACEMENT

FACTORY RESET



Troubleshooting Guide
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Questions & Answers





Return Policy

Manufacturer Return Policy:



1 Year Limited Warranty





IF WARRANTY SERVICE IS NEEDED

435–752-6611



WATCH OUR TUTORIALS CUSTOMER SERVICE

435-752-6611
cs@heatstorm.com
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