


AMC Front Disc Brake Conversion P/N 801‐6869 
Installation Instructions 

 

DISASSEMBLING YOUR CURRENT BRAKES 

1.) Remove the front drums or old discs and all hardware and hose from the car.  Retain the 

steering bracket that connects to the outer tie rod end to reinstall. Retain U‐clip for hose. 

2.) Place a rubber cap on the hard brake line from where you disconnected the rubber brake line 

from the metal line on the car.  This will keep from the brake fluid slowly leaking from master 

cylinder.  This will help in re‐bleeding brakes later. 

3.) Be sure to clean the four holes and steering knuckle prior to installation of new brakes. 

REASSEMBLY 

1.) Caliper bracket goes against the steering knuckle first. Caliper always goes on front side! 

2.) Then the TWO square spacers, and then spindle. 

3.) Install the four bolts supplied with kit with the long ones attaching the steering bracket that 

was retained for the steering outer tie‐rod.  Torque the four bolts to 25 ft. Lbs. 

NOTE: You may want to do the next steps dry first and be sure all fits prior to greasing bearings and 

spindle. 

4.) Install rear bearing in rotor and grease. Then install bearing seal. 
5.) Lightly coat some bearing grease to spindle. 

6.) Slide rotor on to spindle and then grease outer bearing and install using nut supplied. 
7.) Snug up the nut‐ and the back off and screw back in finger tight.  Align locking nut plate and 

install cotter pin.  Be sure rotor is NOT too tight or to loose.  Should spin freely. 

8.) Install caliper with brake pads. Pads with holes go to outer side. 

9.) Align caliper with pads on caliper bracket and install the two pins. They screw in and tighten 

snug.  Be sure to pay attention to pad alignment while installing the pins. 

10.) Install brake hose with the two copper gaskets one on each side of hose metal with the special 

bolt provided and tighten snug.  

11.) Connect rubber brake hose to metal line at bracket and tighten firmly. Install U‐clip to hold in 

place. 

12.) Once all installed, bleed brakes.  Front left first, then right, then both rears. 

 

The Wildwood proportioning valve included gets installed on the rear metal brake line at rear of 

car.  Determine a place along frame rail before the rear rubber hose connection.   

NOTE: If the car came with disc brakes already, there should be a rear proportioning valve 

installed at rear passenger side frame rail under car and new valve will not be used.  

This valve will help with car nose diving with new disc brakes.  If so, then install and adjust as 

necessary to all four brakes stop evenly.  Through experience, not all cars will require a rear 

proportioning valve.  Suggest you try bleeding the new disc brakes and rear brakes and take car 

for drive and see if there is any adverse nose diving.  If all seam normal and car stops good. Then 

you may not need to install rear proportioning valve. 
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