PERFORMANCE EXHAUST

IMPORTANT WARRANTY &
INSTALLATION INSTRUCTIONS ATTACHED

Please Forward All Attached Information to Consumer. Warranty
Not Valid Unless Returned to dB Performance Exhaust

We ask that you take a few moments to
Complete our warranty registration form.

To Activate Your 10 Year LIMITED WARRANTY, Go To:

MADE IN THE USA

- .

For Full-Color Installation Instructions, Please Visit:

Please be sure to review the enclosed instructions prior to beginning the installation process. If
you have any questions about the enclosed parts, instructions or encounter a problem during
installation, CALL dB Performance Exhaust TECHNICAL ASSISTANCE AT 800.486.0999

dB Performance Exhaust / 140 Blaze Industrial Pkwy / Berea, OH 44017
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Fr o dB Performance Exhaust System Installation

E' D Cat-Back Exhaust System

U' D Single Side Exit w/ 4” Slash Cut Tip

N 2009+ 4.8L & 5.3L GMT900 Chevy Silverado/GMC Sierra
PERFORMANCE EXHAUST 2009 133” WB Part # 24902 2009 143.5” WB Part # 24904

2010 143.5” WB Part # 24905 2009+ 119” WB Part # 24920

3) Slide a supplied 3” clamp over the inlet of the dB Tailpipe. From the rear of the vehicle slide the
pipe over the axle while holding the rear differential vent hose out of the way. Insert the pipe over
the muffler exit and place the hangers into the factory grommets. Pre-tighten the clamp. (See
Fig’sL, M, N & O)

Note: Using a soapy solution on the grommet hole will make the job easier.

4) Locate the dB Performance straight tip assembly, which has a clamp built into it. Slide the clamp
end of the tip onto the end of the tailpipe. (See Fig. P) Rotate the tip until the dB Performance
logo is centered on the top side of the tip. (See Fig. Q) Snugly tighten the clamp as shown using
a 15mm socket and ratchet, making sure to only tighten the clamp enough to hold the tip in place
on the tailpipe. (See Fig. R)

5) Adjust all dB components to attain clearance to surrounding parts. Starting from the front of the
dB exhaust system, tighten all spherical clamps to 21 ft.-Ibs, nuts on all U-bolt clamps to 35 ft-lbs
and tip clamp to 16-20 ft-lbs.

6) Itis strongly suggested that all clamps be checked and tightened after road testing the
vehicle once the system has cooled.

FIG. Q ~ FG.R

NOTE: During cold weather start-ups, you may experience an exhaust sound that is deeper and louder in
tone than usual. This is temporary and will diminish to normal levels once your engine has reached its
normal operating temperature. NOTE: Immediately following the installation of your exhaust system, you
may experience a trace of smoke after initial start-up. DO NOT be alarmed. The smoke is caused by the
burning of a small amount of forming oil residue used in the manufacturing process.
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