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Finishes
Brushed stainless steel

Finitions
Acier inoxydable brossé

KATOL IV ING . COM

Kitchen Faucet with Pull-Out 
Variable Spray
Robinet de cuisine avec douchette 
variable rétractable

Dimensions
Overall Size
9 1/8” x 1 1/8” x 18 7/8”

Weight
6.9lbs

Taille globale
9 1/8” x 1 1/8” x 18 7/8”

Poids
6.9lbs

Dimensions

Brushed Stainless Steel
Acier inoxydable brossé

No. GKF126-SS

Installation
Counter Gasket
Lock Clamp and Nut
Ø1 3/8” to Ø1 1/2” Hole Required
Counter weight

Features
Intuitive single-handle lever
Flexible pull-out spout
Integrated dual variable spray
Swivel deck design
Rust-proof internals
Ceramic cartridge
8.3 L/min (2.2 gal/min) at 60 psi

Warranty
KATO® Faucet Limited Lifetime
Warranty (See website for details)
5 year commercial

Standards
IAPMO (cUPC)
CSA B125
ASME A112.18.1
ADA for lever handle

Installation
Joint de compteur
Collier de serrage et écrou
Orifice Ø1 3/8 ”à Ø1 1/2” requis
Contrepoids

Caractéristiques
Levier intuitif à poignée unique
Bec coulissant flexible
Double jet variable intégré
Conception de pont pivotant
Pièces internes antirouille
Cartouche céramique
8,3 L / min (2,2 gal / min) à 60 psi

Garantie
Robinet KATO® à durée de vie limitée
Garantie (voir le site Web pour plus de détails)
Commercial de 5 ans

Normes
IAPMO (cUPC)
CSA B125
ASME A112.18.1
ADA for lever handle
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