
Single Side Pulley
 Sheave For Rope
Cat. # Diameter Diameter
H338211/4 1 1/4’’ 5/16’’
H338211/2 1 1/2’’ 3/8’’
H33822 2’’ 1/2’’

Single Floor Pulley - A

 Sheave For Rope
Cat. # Diameter Diameter
H33652 2’’ 3/8’’
H336521/2 2 1/2’’ 1/2”

Single Floor Pulley - B
 Sheave For Rope
Cat. # Diameter Diameter
H338411/2 1 1/2’’ 3/8’’
H33842 2’’ 1/2’’
H338421/2 2 1/2’’ 5/8’’
H33843 3’’ 3/4’’

Double Floor Pulley
 Sheave For Rope
Cat. # Diameter Diameter
H338511/2 1 1/2’’ 3/8’’
H338521/2 2’’ 1/2’’

Single Swivel Eye Pulley
 Sheave For Rope
Cat. # Diameter Diameter*
H31733/4 3/4’’ 3/16’’
H31731 1’’ 1/4’’
H317311/2 1 1/2’’ 3/8’’
H31732 2’’ 7/16’’
* Use next size up if you are using hemp rope

Single Fast Eye Pulley 
New Style
 Sheave For Rope
Cat. # Diameter Diameter*
H31743/4 3/4’’ 3/16’’
H31741 1’’ 1/4’’
H317411/2 1 1/2’’ 3/8’’
H31742 2’’ 7/16’’
* Use next size up if you are using hemp rope

Double Swivel 
Eye Pulley
 Sheave For Rope
Cat. # Diameter Diameter*
H31783/4 3/4’’ 3/16’’
H31781 1’’ 1/4’’
H317811/2 1 1/2’’ 3/8’’
H31782 2’’ 7/16’’
* Use next size up if you are using hemp rope

 Sheave For Rope
Cat. # Diameter Diameter*
H31763/4 3/4’’ 3/16’’
H31761 1’’ 1/4’’
H317611/2 1 1/2’’ 3/8’’
H31762 2’’ 7/16’’

Double Fast Eye Pulley

Single Fast Eye Pulley  
Old Style

 Sheave For Rope
Cat. # Diameter Diameter
H3111112 1  1/2’’ 3/8’’
H31112 2’’ 1/2’’
H3111212 2  1/2’’ 5/8’’

Double HD 
Fast Eye Pulley 
Old Style
 Sheave For Rope
Cat. # Diameter Diameter
H3223 2’’ 1/2’’

Double Side Pulley 
Old Style 
 Sheave For Rope
Cat. # Diameter Diameter
H34822 2’’ 1/2’’

 Sheave For Rope
Cat. # Diameter Diameter*
H32233/4 3/4’’ 3/16’’
H32231 1’’ 1/4’’
H322311/2 1 1/2’’ 3/8’’
H32232 2’’ 7/16’’
* Use next size up if you are using hemp rope

Double Fast Eye Pulley with becket

Pulleys & Blocks
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Type of  Sheave Cable/Rope
Pulley Cat. # Diameter Diameter
Base H3901B112 1  1/2’’ 3/16’’
 H3901B2 2’’ 1/4’’
 H3901B212 2  1/2’’ 1/4’’
Fast Eye H3901FE112 1  1/2’’ 3/16’’
 H3901FE2 2’’ 1/4’’
 H3901FE212 2  1/2’’ 1/4’’
Swivel Eye H3901SE112 1  1/2’’ 3/16’’
 H3901SE2 2’’ 1/4’’
 H3901SE212 2  1/2’’ 1/4’’

Swivel Eye

# of  Sheave For Rope
Pulleys Cat. # Diameter Diameter
Single H213 3’’ 3/8’’
 H214 4’’ 1/2’’
 H215 5’’ 5/8’’
 H216 6’’ 3/4’’
Double H223 3’’ 3/8’’
 H224 4’’ 1/2’
 H225 5’’ 5/8’’
 H226 6’’ 3/4’’
Triple H233 3’’ 3/8’’
 H234 4’’ 1/2’’
 H235 5’’ 5/8’’
 H236 6’’ 3/4’’

Iron Strapped Wood Blocks
• Loose side hook, roller bushed sheaves

Harken Blocks - 3”

Small Mule Blocks
• Used for many purposes, such 
   as changing directions of a line

Cat. # Capacity Sheave
H2177S Single 3/8” Rope
H2177SC Single 1/8” Cable
H2177D Double 3/8” Rope
H2177DC Double 1/8” Cable
H2177T Triple 3/8” Rope

Mule Blocks
• Used to redirect aircraft 
   cable around obstacles, such 
   as support beams and other rigging.
• Mule Blocks need bolts and need to be welded in place.
• Grooved for 1/4”
Cat. # Lines Diameter Sheave  
HR1812 1 8’’ Cast Iron  
HR8812 8 8’’ Cast Iron  

Sheaves
• Pressure-molded nylon
• 10 per package
• Bolt Hole Diameter - 1/4’’
 For Rope Overall
Cat. # Diameter Dimension
H84611 5/16’’ 1  11/16’’ x 1/2’’
H84612 5/16’’ 2  1/2’’ x 7/16’’

Double Line Cable Pulleys

Type of  Sheave Cable/Rope
Pulley Cat. # Diameter Diameter
Base H3902B112 1  1/2’’ 3/16’’
 H3902B2 2’’ 1/4’’
 H3902B212 2  1/2’’ 1/4’’
Fast Eye H3902FE112 1  1/2’’ 3/16’’
 H3902FE2 2’’ 1/4’’
 H3902FE212 2  1/2’’ 1/4’’
Swivel Eye H3902SE112 1  1/2’’ 3/16’’
 H3902SE2 2’’ 1/4’’
 H3902SE212 2  1/2’’ 1/4’’

Single Line Cable Pulleys

Fast Eye

Base

Base

Swivel Eye   Max Rope  Breaking
Type Cat. # Diameter Length Strength
Single H313 7/16’’ 5’’ 2,500 lbs.
Single H313B 7/16’’ 6 1/4’’ 3,000 lbs.
Triple H333R 9/16’’ 7 3/4’’ 8,500 lbs.
*We stock many additional blocks than listed here.  Please contact a sales  
   person for availability.

#H313B
Single 
w/Becket

#H333R
Triple Midrange 
w/Hexaratchet 
& Cam

#H313
Single 

Pulleys & Blocks
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Underhung Head Blocks Series 59
Series 59 & 59M General Specifi cations
# of cables - 6 or 8
Cable diameter - 1/4’’ on 8” & 12”      3/8” on 16”
Rope diameter  - 3/4’’ on 8” & 12”         1” on 16”

• Equiped with Timken roller bearing assemblies
• Equally adapted to either T-bar or wire guides
 # of Sheave Base   Quick
Cat. # Lines Diameter Length Sheave  Ship Purchase
HR06855 6 8’’ 27’’ Cast Iron No Single
HR08855 8 8’’ 27’’ Cast Iron No Single
HR61255 6 12’’ 30’’ Cast Iron Yes Single
HR61255N 6 12” 30” Nylon No Single
HR81655 8 16’’ 34’’ Cast Iron No Single
HR81255 8 12’’ 30’’ Cast Iron Yes Single
HR81255N 8 12” 30” Nylon No Single
HR61255M 6 12” 30” Cast Iron No Double
HR81255M 8 12” 30” Cast Iron No Double
HR61255NM 6 12” 30” Nylon No Double
HR81255NM 8 12” 30” Nylon No Double

Mounting Hardware Series 55 & 59

Cat. # Product  Description
HR070CLIP Upright Head Block Clip - requires two mounting clips
  -Specify beam thickness
HR070CA Underhung Head Block Clip  -requires two mounting angles
  -Specify beam spacing

Upright Head Blocks - Series 55 Series 55 & 55M General Specifi cations
# of cables - 6 or 8
Cable diameter - 1/4’’ on 8” & 12”      3/8” on 16”
Rope diameter  - 3/4’’ on 8” & 12”         1” on 16”

 # of Sheave Base   Quick
Cat. # Lines Diameter Length Sheave  Ship Purchase
HR06859 6 8’’ 27’’ Cast Iron No Single
HR08859 8 8’’ 27’’ Cast Iron No Single
HR61259 6 12’’ 30’’ Cast Iron Yes Single
HR61259N 6 12” 30” Nylon No Single
HR81659 8 16’’ 34’’ Cast Iron No Single
HR81259 8 12’’ 30’’ Cast Iron Yes Single
HR81259N 8 12” 30” Nylon No Single
HR61259M 6 12” 30” Cast Iron No Double
HR81259M 8 12” 30” Cast Iron No Double
HR61259NM 6 12” 30” Nylon No Double
HR81259NM 8 12” 30” Nylon No Double

Clips and angles are furnished with bolts, 
fl at washers & locking nuts.

 # of Sheave  Quick
Cat. # Lines Diameter Sheave  Ship Bearings
HR8859T 8 8’’ Cast Iron  No Tapered
HR8859TN 8 8’’ Nylon  No Tapered
HR81059T 10 8’’ Cast Iron  No Tapered
HR81259T  8 12’’ Cast Iron  No Tapered

HR070CA Underhung Loft Block Clip  -requires two mounting angles
  -Specify beam spacing
 

Universal Loft Block
Series 55/59
•May be mounted upright or underhung
•May be supported by I-beam, grid wells, or    
  Unistrut
•17mm sealed precision ball bearings or 
  tapered  roller bearings in 8” blocks
• 1” tapered roller bearings in 12” blocks 
  and in 8” blocks with 4 or 8 cable grooves.
• General Specifi cations:
 Cable diameter - 1/4’’
 Rope diameter - 3/4’’

Head & Loft Blocks
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Underhung Loft Blocks
Series 19
•Supported by a single structural beam
•17mm sealed precision ball bearings 
  or tapered roller bearings in 8” blocks
• 1” tapered roller bearings in 12” blocks 
  and in 8” blocks with 4 or 8 cable grooves.
• 19 Series include mounting angle clips.
• General Specifi cations:
 Cable diameter - 1/4’’
 Rope diameter - 3/4’’
 Standard fl ange size - 3/8” throat with a grip 
 range of 4” - 9  Larger size available as   
 custom order.

Sliding Tension Pulleys
#HR1218
• Use above and below stage fl oor
• Thoroughly guarded to keep rope in place
• 18’’ adjustment, clamp permits locking at 
   any tension
• Rope diameter: 3/4’’
• 12’’ sheaveWire Guide Floor Block - Series 55M

• Use with wire guide systems only
  and #HR518 Locking Rail
• Self-lubricating bronze bushings 
  standard
• Ball bearing and Timken available
• 3/4’’ rope diameter standard
• 8’’ sheave diameter

Cat. # Sheave  
HR855M Cast Iron
HR855MN Nylatron
      

Welch Take-Up Block
#HR1015
• Designed for T-bar rigging
• Welch tension blocks are furnished with shoes
  Specify 6” or 8” centers when ordering
• Heavy enough to  keep rope taut
• Anti-friction guides for smooth operation
• 3/4’’ rope diameter standard
• 10’’ sheave diameter
• Also available in 12”.  Price upon availability.

• 3/4’’ rope diameter standard

Cat. # Sheave  

 # of Sheave  Quick
Cat. # Lines Diameter Sheave  Ship Bearings
HR0819 1 8’’ Cast Iron  No Ball
HR2819 2 8’’ Cast Iron  No Ball
HR0819T 1 8’’ Cast Iron  No Tapered
HR2819T 2 8’’ Cast Iron  No Tapered
HR4819T 4 8’’ Cast Iron  No Tapered
HR8819T 8 8’’ Cast Iron  No Tapered
HR11219T 1 12’’ Cast Iron  No Tapered
HR0819N 1 8’’ Cast Iron  Yes Ball
HR2819N 2 8’’ Cast Iron  No Ball
HR0819TN 1 8’’ Nylon  No Tapered
HR2819TN 2 8’’ Nylon  No Tapered
HR4819TN 4 8’’ Nylon  No Tapered
HR8819TN 8 8’’ Nylon  No Tapered

#HR533R
#HR533L Lock with Keyed Lock
• Quick acting positive rope lock for use 
  with hand line at locking rail
• Ductile housing and handle are standard
• Vinyl coated oval safety ring and mounting 
   hardware are included.

#HR600 SureLock™
• Lock and key assures rope is not 
  released accidentally
• Adjusts to different rope diameters
• Rope diameter - 5/8’’ - 7/8’’

Operating Line 
Rope Locks

Loft Blocks, Floor Blocks & Ropes Locks
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Combination Rope Lock/Floor Block
• Used to create isolated counterweight systems   
   when locking rail is not desired
• Used with wire guide or T-bar systems
• Specify 3/4’’ Multiline rope

HR118 HR218

   Sheave
Cat. #           Diameter Sheave Position     Quick Ship   
HR118 8’’ Cast Iron  Fixed  No 
HR118N 8” Nylon  Fixed  No
HR218 10” Cast Iron  Adjustable Yes
HR418 12” Cast Iron  Adjustable No 

Locking Rail
• Heavy structural steel for maximum safety
• Available for wire guide or T-bar track installation
• Designed so fl oor blocks can be placed anywhere without extra drilling
• Height: 27’’
Cat. # Description
HR518 For use with wire guide system using the HR855M fl oor block
HR518M Same as above but for multi-speed counterweight systems
HR538 For use with T-bar track system using HR1015 or fl oor block
HR538M Same as above but for multi-speed counterweight systems

Wire Guide Carriages
• No track necessary, guided up and 
   down by two wire cables
• 3/4’’ rod diameter standard, others 
   available
Cat. # Rod Length
HR854 4’
HR855 5’
HR856 6’
HR857 7’
HR858 8’

T-Bar Track
#HR1500 (plus specifi cations)
• T-Bar available in unlimited lengths
• When ordering the T-bar track, specify center distance of Tees
• Complete with all accessories
Tee Size   Min. Center Application
1 1/2’’x 1 1/2’’ x 3/16’’ 4 1/2’’  Light Duty
2’’ x 2’’ x 1/4’’   6’’  Heavy Duty

Replacement Shoes
#HR10158 (8’’)
#HR10156 (6’’)

T-Bar Carriages
• Carriage travels up and down HR150 T-bar track
• All are fi tted with safety clamps to lock weights into  
   place
• Shoes and 3/4’’ rod diameter standard, others available
Cat. # Rod Length
HR154 4’
HR155 5’
HR156 6’
HR157 7’

Counterweight
• For use with all carriages in catalog
• Weights listed below are approximate and may vary slightly
• Order width according to spacing between the arbors
• FOB from the factory
      Approx.
Cat. # Thickness Dimension  Weight
HR15B 1’’  3 3/4’’W x 13 3/4’’L 12 lbs
HR15C 2’’  3 3/4’’W x 13 3/4’’L 24 lbs
HR16B 1’’  6’’ W x 13 3/4’’ L  20 lbs
HR16C 2’’  6’’ W x 13 3/4’’ L  40 lbs

#HR538

#HR518

Floor Block, Locking Rail & Carriages
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Thern Clew Winches
• Manually operated Clew Winches install easily and give stagehands   
  economical dependable control of multiline loads.  
• Conveniently raise and lower scenery and lighting battens, with or 
   without counterweights.
• Flexible designs can be easily configured for mounting to a wall or 
   horizontal surface, with either single or double drum.  
• All models include load holding brakes for positive load control
• Hex drive input for operating with a drill

Lug-All Cable Ratchet Winch-Hoists
• Aluminum alloy frame.
• Exclusive drum anchor - swaged ball shank terminal-locks 
   cable securely in drum and allows for full extension of cable.
   (Other brands use two set screws and 2-3 wraps of cable to hold cable to drum.)
• Cable ends have hydraulically crimped copper sleeve.
• Proprietary reversible handle - alway a downward pull, switches positions in seconds.
•Self storing aircraft cable.  No chains are hanging in the way dragging on the ground.  
•Much lighter than chain pullers.
•Drop forged steel hooks

  Double Line Capacity    Single Line Capacity
 Capacity Capacity Handle Pull Lifting Min Distance  Capacity  Handle Pull Lifting Min Distance
Cat. # Tons Lbs For Full Loads Distance Between Hooks  Lbs  For Full Loads Distance Between Hooks
HR3000 1 1/2 3000 100 15’ 23 1/2”  1500  97 30’ 18”
HR4000 2 4000 115 10’ 26 1/2”  2000  110 20’ 18 1/2”

Cable Specifications
  Cable  Cable Total
 Cat. # Diameter Length Weight
 HR3000 7/32” 31’ 6” 13 3/4 lbs.
HR4000 1/4” 22” 15 1/2 lbs. 
 

Steel Plate Clew 
with Wire Guides
#HR2018
• Used to tie off a number of 
   separate cable into one line
• Wire guides keep weights in 
   a certain path
• Holds up to 10 lines

Steel Plate Clew
#HR2049
• Used to tie off a number of 
   separate cables into one line
• Also used for fastening all lines to a 
   sandbag when Easy Trim Clamp is not affordable.
• Holds up to 5 lines

Winches & Hoists
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Cat. #  # of Lines
HR20855  2
HR30855  3
HR40855  4
HR50855  5

Cat. #  # of Lines
HR28192  2
HR28193  3
HR28194  4
HR28195  5

Series 19 Underhung Block
• Grooved for cable or rope
• Standard will grip fl anges 3 1/2’’ 
   to 8’’ wide, 3/8’’ to 3/4’’ thick
• Sheave Diameter-8’’
• Please specify width of beam fl ange
•  Grooved for rope.

Series 55 Upright Block
• Nylatron
• Constructed with the base angle 
   legs turned in to allow close 
   mounting center
• Sheave Diameter-8’’
•  Grooved for rope.

Open Base Cleat
• Used for all types of lashing
• Small size is used for lash or trickline.
• Large size is used for manila rope
Cat. #  Length
HR2406  6’’
HR2412  12’’Knuckle Buster

#HR85
• Used on a hand line to set a trim height
• For 5/8’’ or 3/4’’ rope
• Shown as front and back
• Not pretty but effective.

Pin Rail
#HR1552S
(Single Rail)
#HR1552D
(Double Rail)
•Belaying Pin and Sand Bags 
sold separately

Easy Trim Clamp
          Made by Mutual
#HR2840
• Used to attach sandbags to any drop
• Allows drop to be trimmed quickly 
   without removing sandbag.

Belaying Pins
Cat. # Description 
HRBP17 Wood - 17”  1 3/32”
HRBP21 Wood - 21”  1 5/32”

Ultimate Tensile
 Force Safety Working
Cat# (lbs.) Factor Load Limit
HR2840 3,129      8 391 lbs.
Failure Type - Rope Pullout

Single Shown
Hanging Sandbags
Cat. # Description 
SB2020S 10 lbs, snap 
SB2021S 25 lbs, snap 
SB2022S 50 lbs, snap 
SB2023S 75 lbs, snap 
SB2024S 100 lbs, snap 
SB2025S 150 lbs, snap 
SB2026S 200 lbs, snap 
SB2020 10 lbs no snap 
SB2021 25 lbs no snap 
SB2022 50 lbs no snap 
SB2023 75 lbs no snap 
SB2024 100 lbs no snap 
SB2025 150 lbs no snap 
SB2026 200 lbs no snap 

Multi Line II
• Used for rope rigging-operating line
• Outlasts manila rope and is much easier 
on the hands
Cat. # Size 
RL52055/8 5/8” 
RL52053/4 3/4”

Whip-End Rope Dip®
#RLMDR180
• Used as a permanent and fl exible rope-end sealer
• Works on manila, nylon, cotton, and poly lines
• 4 oz. with applicator, white in color

Heavy Duty Wall Cleat
#HR135
• Accommodates up to fi ve 5/8’’ diameter manila ropes
• Excellent as a tie off cleat when there is no pin rail

Rope Rigging
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