
Additional notes for Installer regarding sound line planning 
Please read following diagrams carefully. MIB radios without AMI port, but has two 
USB and Aux port, you do not required to connect, code or modify anything, but choose 
External Audio Source in the Media section of Audi MMI system. If you have C7, C7.5 
car with ‘BOSE audio system’(not Standard or B&O), then you need to cut the three 
pins mentioned later. 

 
3G MMI/MIB with AMI

 
Do not connect AMI to AUX adaptor's audio plug to the the audio output of RSNAV 
S4. 
 
That makes redundant loop of audio circuit and sound quality will be worsened and 
bass is gone. 

 



Concert/Symphony Radio

 
Use the male audio plug to connect AMI to Aux adaptor unlike 3G MMI. Without this, you 
will have no sound at all.Remember, if S4 sounds bad like old AM radio, that means 
there is loop connection that affecting frequencies. If sound balance isn't right, then there 
is poor pin connection. It could be RSNAV S4 main connector or the quad lock plug. 

FAQ: Sound imbalanced or losing 1 channel only? Check PINs! 

- 

 

In this case,  

Pin 1 was crushed 



Follow if and only if the sound quality is really low like AM radio, the maximum volume is low 

and no bass frequencies from the speakers. (e.g Bose audio system) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



 

Following modification of T harness is required for the above optional sound routing. 
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