
RSNAV ANDROID SYSTEM BASIC DIAGRAM 

 

 

 

 

 

 

 

 

 

 
MMI only: Connect brown 2 wire 
connector and grey 2 wire connector. 
 It is not recommended to connect to 
centre speaker. The roof must be made 

 

  

Noise isolator 

Audio output  
To AUX or 
MMI/AMI Port 

Fuse box 

Backup Cam Video input 

Aux 1 Video input 

Aux 2 Video input 

USB port 

 
ACC (DO NOT CONNECT, TEST ONLY) 

  
BACKUP CAM 12V+(POSITIVE) 

  CANBUS GATEWAY BYPASS 
(20pin) 

 

  
AUDI HEADUNIT QUADLOCK BYPASS 

 

  

to the back of 
Audi Headhunt 

Located 
behind 
glovebox 

Mic input* 

Only for RHD  

and A3, Q3 model 

Audio input to 
noise isolator  

Android System 
Sound output 

or 

In some model, e.g. 
10.25”, the connection 
is made through 
included conversion 
extension.  
 
For 3G MMI, 8pin 
black connector 
(power supply) is  
no longer used.  

GPS antenna 

4G LTE antenna 

* TF CARD SLOT IS 
LOCATED IN THE BACK 
SIDE OF THE DEVICES 
IN SOME MODELS. 

*  IN SOME MODELS, 
MIC MAY BE 
EXTERNAL. 

 

 

Connect to AMI 
or MMI port in 
glovebox 



Q3 Wiring Diagram 

 

(Do not connect) 


