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Features 

• Fanless AI box 

• 11th Gen. Intel® Core™ i7/i5/i3/Celeron® U-series 

• DDR4 3200 MHz 260-pin SO-DIMM x 2, up to 64GB 

• USB 3.2 Gen2 x 6, USB 2.0 x 2 

• M.2 Key M (2242/2260/2280) x 1, M.2 Key E (2230) x 1 

• COM (RS232) x 1, SATA3 x 1 

• GbE LAN x 1, 2.5GbE LAN x 1 

• Quad displays: HDMI 2.0a x 1, DP 1.4 (2 from Type C) x 3 

• TPM onboard 

• 19V/90W power adapter 

• CE, FCC certified 
 

Specifications 
System 

Processor 11th Gen. Intel® Core™ i7/i5/i3/Celeron® U-series 

Main Memory DDR4 3200 MHz 260-pin SO-DIMM x 2, up to 64GB 

Video 

Format H.264 / H.265 

Video Input Based on the installed software 
EverFocus AiO NVR: up to 8ch 

Video Output HDMI 2.0a x 1; DP 1.4 x 1 

Audio 

Audio Jack Audio jack x 1 (Mic-in, Line-out) 

Recording 

Format H.264 / H.265 

Resolution 1920 x 1080 at 30fps (NTSC) / 25fps (PAL) 

Storage 

SATA SATA3.0 (6Gbps) x 1 
mSATA  n/a 
RAID n/a 

Others M.2 x 1 (KEY M, 2242/2260/2280) with PCIe x4 and 
SATA3 for SSD 

Network 

Ethernet LAN1: Intel® I219LM with 10/100/1000 Mbps 
LAN2: Intel® I225LM with 10/100/1000/2500 Mbps 

Wi-Fi / 3G / 4G Supported (optional)  

GPS / CANBus n/a 

I/O 

Digital I/O n/a 
   

Interface 

Front I/O Panel 

Audio jack (Mic x 1, Line-out) x 1 
USB 3.2 Gen2 (Type C, supports DP 1.4) x 2 
USB 3.2 Gen2 (Type A) x 2 
USB 2.0 (Type A) x 2 

Rear & Right-Side 
I/O Panel 

Power button x 1 
LED indicator (HDD, power) x 2 
COM (RS232) x 1 
DC power input x 1 
USB 3.2 Gen2 (Type A) x 2 
HDMI 2.0a x 1; DP 1.4 x 1 
GbE LAN x 1; 2.5GbE LAN x 1 
Antenna port x 2 
Security slot x 1 

Expansion Slot M.2 Key E socket (2230) x 1 (with PCIe x1, USB 2.0 
and CNVi for wireless) 

Software Support 

NVR Software EverFocus AiO NVR 

General 

Power Supply DC 19V, 90W (power adapter provided) 

Dimensions  
(W x D x H) 

6.76" x 1.97" x 4.31" / 171.8 x 50.05 x 109.45 mm 
(without bracket) 

Gross Weight 3.53lb (1.6kg) 

Operating Temp. 32°F ~ 122°F (0°C ~ 50°C)  

Storage Temp. -40°F ~ 185°F (-40°C ~ 85°C) 

Storage Humidity 5%~90%, non-condensing 

Certification CE, FCC Class A 
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Ordering Information 
Part Number Packing List 

2EIVPTGIAV0001R 

eIVP-TGU-AI-D0000,i5-1145G7E,no RAM,19V 
• System x 1 

• DC19V/90W power adapter x 1 

• M.2 screw x 2 

• M.2 (2280) bracket with screw x 1 (installed on MB) 

• VESA mount kit x 1 

 


