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duct Fe tu e  
• tt
• Operating temperature: -40°C to 45°C
•
• Optional 3 pin screw-in photocell
•
• Multiple bracket options
• Ultra-thin sleek design
• This product is IP65 rated
•

•
•
• Die-cast aluminium housing
•
•
• Environment friendly with no mercury
• Easy to install and operate, with instant 

startup and no humming
• UL & DLC approved

Our best-selling Area light, with over 200,000 pieces sold in the last three years, Area light is improved 
and the unique and revolu�onary product of 2021. Our Area Light offers high efficacy, with up to 180 
Lumens per wa� for maximum power savings, and rebates from power companies. Our Area Lights 
have a new heat sink design that ensures that the light stays cool and extends its life. This Area light is 
a perfect solu�on for ligh�ng parking areas, loading docks, and other general ligh�ng applica�ons.
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IPSKU # Model # CCT

IP65 Grey UL & DLC

IP65 Grey UL & DLC

IP65 Black1550944

1530505

1540192

1550448

1540193

1530509

1540101

1530507

1540100

IP65 Bronze UL & DLC

IP65 Black UL & DLC

IP65 Bronze UL & DLC

IP65 Bronze UL & DLC

IP65 Bronze UL & DLC

IP65 Bronze UL & DLC

 

SKU #. 151592 (Black)
SKU #. 152378 (Bronze)
SKU #. 153513 (Grey)

SKU #. 151593 (Black)
SKU #. 152379 (Bronze)
SKU #. 153514 (Grey)

 

SKU #. 110786
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Type III

-40°C TO 45°C

Bridgelux

Aluminium Alloy

IP65

Lumen

Color Temperature

Beam Angle

Frequency

Dimming

PF

Driver

LED Brand

LED Type

LED QTY

Housing

Housing Color
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Type III

Non-Isolated

-40°C TO 45°C

Bridgelux

Aluminium Alloy

Bronze

IP65

Model # 

Lumen

Color Temperature

Beam Angle

Frequency

Dimming

PF

Driver

LED Brand

LED Type

LED QTY

Housing

Housing Color
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Type III

Non-Isolated

Bridgelux

Aluminium Alloy

Bronze

IP65

Model # 

Lumen

Color Temperature

Beam Angle

Frequency

Dimming

PF

Driver
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LED QTY
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LED AREA LIGHT
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Type III

-40°C TO 45°C

Bridgelux

3030

600 Pcs

Aluminium Alloy

IP65

ting hours Luminaire

Model # 

Lumen

Color Temperature

Beam Angle

Frequency

Dimming

PF

Driver

LED Brand

LED Type

LED QTY

Housing

Housing Color

6

L
E

D
 A

R
E

A
 L

IG
H

T



LED AREA LIGHT

Co
ol

W
hi

te

Na
tu

ra
l

W
hi

te

W
ar

m
 

W
hi

te

50
00

K

7

L
E

D
 A

R
E

A
 L

IG
H

T



LED AREA LIGHT
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Photometric Data for SKU Number 1530505
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Photometric Data for SKU Number 1530507
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LED AREA LIGHT
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LED AREA LIGHT
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Packaging Info for SKU # 1530500

LED AREA LIGHT

 
 Qty
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LED AREA LIGHT

 
 Qty

20.50 lbs

24.003 lbs
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Packaging Info for SKU # 1530507
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LED AREA LIGHT

ti

ti
tine maintenance upon this 

equipment, follow these general precautions. Commercial installation, service and maintenance of 

For the installation: If you are unsure about the installation or maintenance of the luminaires, consult a 

do not expose wiring to edges ofsheet metal or othersharp objects. Do not make or alter any open  holes 
in an enclosure of wiring or electrical components during kit installation.

with the luminaire label information. Make all electrical and grounded connections in accordance with 
the National Electrical Code and any applicable local code requirements. All wiring connections should 
be capped with UL approved wire connectors.

Avoid direct eye exposure to the light source while it is on. Account for small parts and destroy packing 
material, as these may be hazardous to children.
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