
Jut FOM



The Jut FOM OWTI and INNI leverage Barbican’s new FOM technology to allow for an array of folded diffuser shapes. 

The Jut OWTI is designed for diffuser shapes below the ceiling line.  

Jut FOM OWTI

Groupings of fixtures can create 
mesmerizing design features in any space.  
Excellent efficiency is built in so feel free 
to create a beautiful space and reduce 
power consumption at the same time.

The FOM system allows for many 
configurations to fit your space.

Jut FOM INNI and OWTI are fantastic 
fixtures to take your grid ceiling to a new 
level of interest and beauty.

Manufacturing improvements permit 
an almost unlimited variety of extruded 
shapes without tooling costs.

Custom fixtures can be made in a variety 
of custom profiles with lens perimeters
up to 48”.



Both Jut FOM INNI and OWTI are 
available in 24”x24” size, each with 
4 standard diffuser shapes, and 
compatible specifications so the two 
fixtures can be combined to create 
stunning options.  
Stop navel gazing and use OWTI + 
INNI together to compliment your 
design.

If you don’t see the diffuser you need 
feel free to create your own!  If you can 
fold your shape from cardboard then 
chances are we can fold it from our high 
efficiency PETG materials.  Our design 
team is ready to assist you in your 
project.

The Jut INNI leverages Barbican’s new 
FOM technology to allow for an array of 
folded diffuser shapes that regress into 
the ceiling. 
Please check the depth of plenum 
space to ensure that the fixture will 
clear.  

The Jut INNI is designed for diffuser shapes above the ceiling line.  

The two fixtures, INNI and OWTI, can be combined for even more amazing options.

Jut FOM INNI
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ARCHITECTURAL

SPECIFICATION

Box Slice Pyramid Facet

Jut FOM OWTI DIFFUSER OPTIONS

AH - Confirm

Flush Box Pyramid Facet

Jut FOM INNI DIFFUSER OPTIONS

24W 20-03 Jut OWTI 24”

WidthFixture Length Diffuser Height

24L 24” 2DH 2”
4DH 4”
6DH 6”

Diffuser Shape

SLI 
BOX 

Slice
Box

PYR Pyramid
FAC Facet

CUSDS Custom
Diffuser Shape
Consult factory

Housing Height

4HH 4” (ADDL)
6HH 6” (FMDL)

CUSDH Custom
Diffuser
Height
Consult 
factory

HH

CUSHH Custom
Housing Height

24W 20-04 Jut INNI 24”

WidthFixture Length

24L 24”

Diffuser Shape

BOX 
FLU 

Box
Flush

PYR Pyramid
FAC Facet

CUSDS Custom
Diffuser 
Shape
Consult 
factory

Diffuser
Height (regress)

2DH 
0DH 

2”
Flush

4DH 4”
6DH 6”

Housing 
Height

= DH+ 4” (ADDL/MRDL)

CUSDH Custom
Diffuser
Height
Consult 
factory

HH = DH+ 6” (FMDL)

Delivered Lumens

1300LM

CUSLM 

1300LM / 13W

Custom
Lumen Output*
1300 - 4400 lumens 
Consult factory for 
outputs outside of this 
range

2640LM 2640LM / 25W
4400LM 4400LM / 42W

*Delivered Lumens
3000K, 90CRI
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Delivered Lumens

1300LM
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outputs outside of this 
range

2640LM 2640LM / 25W
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*Delivered Lumens
3000K, 90CRI


