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Description: 

GY6.35 Bi-Pin Base LED
• 2.5 Watts, 9 - 20 Volt 

operating range
• 250 Lumen, Color Temp. 

2750ºK
• IP67 Rated, 25,000 Hrs.

Can be used with these Products:

Can be used with these Products:

Can be used with these Products:

Can be used with these Products:

Source Path/ Area Lights 
(SAL100, SAL150, SALSTEM12, SALSTEM18)
*all pieces sold separately

Classic Mini China Hat
CCH5CB (with Bi-Pin Socket)
CCH5LED1 (original non-integrated)

Description: 

Single Contact Bayonet LED
• 2.5 Watts, 9 - 20 Volt 

operating range
• 250 Lumen, Color Temp. 

2750ºK
• IP67 Rated, 25,000 Hrs. Classic Mini China Hat

CCH5CB (with SCB Socket)
CCH5LED1 (original non-integrated)

Classic Path Lights, Niche Light, & Deck Light
CCH***, CMU***, CNO***, CNL1CB, & CDL1CB
Manufactured Before July 2007

Description: 

3156 S8 Wedge Base LED
• 2.5 Watts, 9 - 20 Volt 

operating range
• 250 Lumen, Color Temp. 

2750ºK
• IP67 Rated, 25,000 Hrs. Classic Path Lights

CCH13CB, CCH1CB, CCH2CB, CMU13CB, CMU1CB, CMU2CB, CNO13CB, CNO1CB, CSA1CB
Manufactured After July 2007

Description: 

921 T5 Wedge Base LED
• 2.5 Watts, 9 - 15 Volt  

operating range
• 200 Lumen, Color Temp. 

2750ºK
• IP67 Rated, 25,000 Hrs. Classic Deck, Niche, & Engineered Wall Lights

CDL1CB, CDL2CB, CNL1CB, CEWL5CB, & CEWL6CB
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LED MR-16 LAMP GUIDE NEW 3000K Color Temp Lamps


