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PHOTOCELL PLUG
Plug Photocell here 

(remove jumper).
Use jumper wire to
test primary amps

under full load. 

Wiring compartment. 
6 Knockouts provided — 1/2" & 3/4".

Tin coated marine grade No-Ox® 
home run field wires #12-2 or #10-2.

Primary adjuster switch – 
provides method to 
increase voltage by one 
volt.

Three secondary 
magnetic circuit breaker 
on/off zone switches.

Timer/X-10 control port.

Left side photocell knockout.

Totally encapsulated core. 
No vent required.

Right side photocell knockout.

Photocell quick connect 
controlled by power bypass 
relay to protect photocell.

Any one tap can handle 
100% of the capacity of 
the transformer.

Tin coated 125ºC 
internal wiring.

No wire nuts required.

Voltage taps: 12v, 13v, 14v &15v

Terminal block can 
handle up to 7 pcs. 
#10 wire. Connections 
must be tight! 

All 304 stainless steel cabinet 
(Model # CJ900SSMT only).

5' pigtail power cord.

Black powder coated steel
 (Model # CJ900PSMT only).
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1 2 3 4 5 6 7

    © Copyright 2009, CAST Lighting LLC. 
All rights reserved.

CAST Lighting LLC. 1120-A Goffle Rd. 
Hawthorne, NJ 07506

Tel: 800.914.CAST • Fax:973.423.2304
www.cast-lighting.com

Transformer

Legend

Spider Splice

MR-16 Bullet Light

Area Bullet Light

Large Mushroom Light

Large China Hat Light

Insignia Series 
Large China Hat Light

Small China Hat Light

New Orleans Light

Savannah Light

Deck Light

Engineered Wall Light

Savannah Deck Light

Small Mushroom Light

Well Light

Well Light w/Grate

Run #

T

Well Light w/Glass Lens

Wall Wash Light

Tree Light

Niche Light

Mini China Hat

Old world craftsmanship. . .tomorrow’s technology®Lighting Specification Sheet

973•423•2303 | www.cast-lighting.com | ©Copyright 2016 CAST Lighting LLC.

Project: Date:
Fixture Type: Quantity:
Specifier:

Plan Symbol: 

Drawing not to scale

7.20.16 cj900specs

ACCESSORIES

p CAST Astronomical Digital Time Clock (CTDTC), 
120V, 60Hz

❑ CAST Manual Time Clock (CTTC), 120V, 60Hz
❑ CAST Photocell (CTPC), 120V, 60Hz
❑ CAST Remote Photocell (CTRPC), 120V, 60Hz

Specifications 
• Dimensions: 13” Tall x 6.75” Wide x 5.75” Deep
• Input: 120V, 60Hz
• Output: 12V, 13V, 14V, 15V
• Capacity: 900W
• Protection: Secondary magnetic circuit break-

ers, primary thermal breaker
• Housing: 304 stainless steel (CJ900SSMT); 

Powder-coated steel (CJ900PSMT)
• Listing: CE cUL 1838, approved for interior and 

exterior use

JOURNEYMEN SERIES
CAST 900W TRANSFORMERS (CJ900PSMT, CJ900SSMT)


